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 Rotate the shut height to lower or raise 3.5 
adjustment feature until the bottom of the shaft 
contacts the desired position on the shut height 
gauge. (Figure 3 and 4)

 - Press 3640Figure 3

 Install the locator plate and the appropriate 3.6 
platen on the press. The platen should be 
positioned parallel with the connector body 
and cover.

 - Press 3335Figure 4

Procedures for Connector/Cable Assembly4.0 
 Grasp a plug cover strip between thumb and 4.1 
forefinger of both hands, with the liner facing 
you.  Rotate the outermost cover down against 
the adjacent cover on the strip, breaking it 
from the liner.  Pull laterally away from the 
strip.  Adhesive should be present on the cover. 
(Figure 5)

Figure 5

 Firmly press ribbed side of cable into the 4.2 
alignment grooves on cover. The adhesive will 
help it to stay in place. Visually inspect to 
ensure that:

 a.   Cable is properly aligned to cover grooves.

 b.   Cable end is flush with the cover for end 
terminations or perpendicular to cover for 
midspan terminations. (Figure 6)

Figure 6
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 Place the cable/cover sub-assembly between the 4.3 
guides on the locator plate, cover side sown. 
(Figure 7).

 Position and orient connector body, contacts 4.4 
down, over the cable/cover sub–assembly, 
aligning cover with the body slots. (Figure 7).

Figure 7

 Lower the PRESS HANDLE firmly to complete 4.5 
the Cable/Connector Assembly. (Figure 8) 

 Raise the press handle and remove completed 4.6 
assembly. Visually inspect to ensure that : 

 a.  Cover is fully seated and parallel with the 
body. 

 b. Cable is properly aligned with cover grooves. 

 c.  Cover retaining devices on the body are flush 
with the cover end.

Figure 8

Procedures for Accessory Assembly5.0 
Optional accessories available for the 3M™ Locator Plate 3443-96 include: Strain Relief, Pull Tab and Polarizing Key.

Strain Relief:5.1 

 a. Bend cable back over the cover.

 b.  Engage one end of the strain relief onto the 
cover retaining device.

 c.  Snap the other end of the strain relief into 
posistion. (Figure 9)

Figure 9

Pull Tab5.2 

 a.  Slide the pull tab between the strain relief and 
the cable. Seal both ends together. (Figure 10)

Figure 10



Polarizing Key5.3	

	 a. �Align the polarizing key with the plug 
connector slot. (Figure 11)

	 b. �Depress the tab slightly outward and push 
down until the hook is engaged. (Figure 12)

	 c. �Flex the tab front to back (do not twist) to 
break off. Discard tab.

Figure 11

Figure 12
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Important Notice

All statements, technical information, and recommendations related to 3M's products are based on information believed to be reliable, 
but the accuracy or completeness is not guaranteed. Before using this product, you must evaluate it and determine if it is suitable for 
your intended application. You assume all risks and liability associated with such use. Any statements related to the product which are not 
contained in 3M's current publications, or any contrary statements contained on your purchase order shall have no force or effect unless 
expressly agreed upon, in writing, by an authorized officer of 3M.

Warranty; Limited Remedy; Limited Liability. 
This product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase. 3M MAKES NO 
OTHER WARRANTIES INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR 
A PARTICULAR PURPOSE. If this product is defective within the warranty period stated above, your exclusive remedy shall be, at 3M's 
option, to replace or repair the 3M product or refund the purchase price of the 3M product. Except where prohibited by law, 3M will 
not be liable for any indirect, special, incidental or consequential loss or damage arising from this 3M product, regardless of 
the legal theory asserted. 

3
Electronic Solutions Division
6801 River Place Blvd.
Austin, TX 78726-9000
866-722-3736
www.3M.com/interconnects

Please Recycle. Printed in USA.
© 3M 2008. All Rights Reserved.
78-9100-5422-6-B


