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Application:

 

Conference/Meeting rooms

Factories and Offices

Commercial Purposes

Residential/Institution Buildings

Schools

Hospitals

Hotels

AMERICAN
OPTOELECTRONICS CORP. w w w . a m e r i c a n b r i g h t l e d . c o m
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Feature: 

LEDs: 5050 SMD
Light Angle: 120 degree
QTY/Meter
Length: 5M (197in)/roll
Power rating 
Rated Current DC24V/3.185A/rollDC12V/6.37A/roll

76.5W/roll

Operating Temperature: -20°C~+80°C
Storage Temperature: 0°C~+60°C
Environment Humidity: 40-70% RH
Protection Grade: IP65

Product performance parameter: 

Notes:
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1. Luminous flux plus or minus 10% is allowed in the floating.
2. Maximum length current attenuation 15%.
3. Photometric standards are based on CIE eye sensitivity curve diagram test.

AB-
FC02409-LLLWL
 -XA2

AB-
FC01209-LLLWL
 -XA2



3 | P a g e

Schematic diagram:

Schematic:
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1.UNIT:MM(IN)

2.COLOR:WHITE

1007 AWG22 310mm(12in)  Black（+）Red（Green（-）
                                                             bule（-）
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Product size chart: 

1007 AWG22 310mm(12in)  Black（+）Red（Green（-）
                                                             bule（-）

Add tin 10±1mm

16.66mm

100mm

12mm

12V+

LLL

G
R
B
w
w

12V+
G
R
B
w
w

12V+
G
R
B
w
w

24V+
G
R
B
w
w

24V+
G
R
B
w
w

12V+
G
R
B
w
w

12V+
G
R
B
w
w

LEDResistance PCB

2.5mm ref

12mm

DC12V

DC24V



4 | P a g e

LED Strip Installation 

Maximum Flexibility Precaution 
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R11.8

NOTE: DO NOT BEND TO A 
RADIUS OF LESS THAN 0.59 INCH

NOTE: DO NOT HORIZONTAL 
BEND TO A RADIUS OF LESS THAN 
18 INCH

NOTE: DO NOT TWIST MORE THAN 90° 
OVER THE LENGTH OF ONE 24v SEGMENT/ TWO 12V 
SEGMENTS (4" TOTAL LENGTH)

AXIS

LESS THAN8

R15

NOTE: SHARP BENDING ISN'T 
 ALLOWABLE

NOTE: DO NOT AXIAL BEND TO 
THE HEIGHT OF MORE THAN 19.8mm 
WITHIN 0.78 INCH SEGMENT

a: use an angle greater or equal to 90 degrees when there is an LED chip on the corner while
    placing  the strip in a concave position （Angle≥90degree)

b: use an angle greater or equal to 60 degrees when there is an LED chip on the corner while 
     placing the strip in a concave position （Angle≥60degree)

c:use an angle greater or equal to 60 degrees when there is an LED chip on the corner while 
   placing  the strip in a concave position （Angle≥60degree) In the convex position the angle 
   should not reach  90 degrees .See above diagram. 

LED Chip

Angle≥90°

a b C

Angle≥60° Angle≥60°
Correct

a≥60°
Incorrect

Incorrect
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Product packaging

Model

1

Part number box(pcs) Ret Weight/box Gross Weight/box
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AB-FCVVV09-LLLWL-XA2 10 3.1KG 3.5KG


