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The MityCAM -C8000 MityViewer Quick Start Guide will guide you through the software installation process 

and the steps to acquire your first image with the MityViewer application. 
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1 Revision History  
 

Revision Date Notes 

Draft 8/14/2014 Draft Release 

1.0 8/22/2014 Initial 1.0 Release 

1.1 2/10/2015 Added additional feature descriptions 

1.2 3/12/2015 Added section on noise statistics and peak detect 

1.3 4/06/2015 Added section on Playback/Record 

2 Interface Options  

2.1 Setup USB/RNDIS PC Adapter 

All MityCAM -C8000 models feature the option to send image data over the USB 2.0 interface of the camera. 

This communication occurs over a USB 2.0 Remote Network Driver Interface Specification (RNDIS) to a PC. 

The camera is already configured to have an IP address of 10.1.47.2 for this interface and the PC should 

configure its corresponding RNDIS USB Gadget address to be 10.1.47.1. 

 

This device should have been configured using the Hardware Setup Guide that was included with the 

MityCAM. If this has not been performed yet, then please follow the steps outlined in that guide.  

 

In addition to image capture with the MityViewer application the USB interface allows SSH access to the 

camera for configuration and debug activities. 
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2.2 Gigabit Ethernet Enabled MityCAM Setup  

For MityCAM-C8000 cameras that feature the Gigabit Ethernet interface type configuration of the USB/RNDIS 

interface is not recommended for image capture as the Ethernet interface offers superior frame rate capabilities.  

 

Each MityCAM is pre-configured to obtain an IP address from a DHCP server running on a network. If directly 

connecting to a PC a DHCP server would need to be run on the PC or the camera must be configured to use a 

static IP address instead. Please contact your Critical Link account representative for further details about how 

to make such modifications. 

 

Once the camera and the PC are connected to the same DHCP enabled network no other configuration is 

necessary to communicate using the MityViewer application, once installed on the PC, Section 3. 
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3 Install Mity Viewer Software  
The MityViewer is a Windows PC application which lets you setup and configure the CMV8000 sensor/camera 

as well as acquire and display image data.  Follow the steps below to install the MityViewer application on your 

PC.  

 

Installing the application on your computer will create shortcuts to start it under the standard menus 

(Start­Programs­Critical Link­MityCCD on a Windows based computer). During the installation, you will 

be able to select which plugin elements you wish to install. Some of the plugins are designed for factory and/or 

development use and will require keys to install.  The default set should be adequate for the majority of users. 

 

1. Select the application (MityViewer_setup_2_X_X.exe) from the CD / DVD and then follow the prompts 
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Figure 1: Software License Information 

 

 

 
Figure 2: All components are selected by default 
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Figure 3: Default installation location 
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4 Acquire First Image  
This section discusses the steps needed to connect to the camera, launch the MityViewer software and acquire 

the first image. 

4.1 Launch Mity Viewer  
Launch the MityViewer software by going to the Windows Start menu and typing MityViewer.  The program 

will start and the desktop will appear (Windows 7).  Alternatively you can also find the application in your start 

menu under Start­Programs­Critical Link­MityViewer. 
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4.2 Mity Viewer  

All key features of the Viewer are easily accessible via icons below the menu bar. 

 

 
 

The status bar ï displayed at the bottom of the window ï shows a summary of camera / image acquisition 

status. 

 

4.3 Launch Log Viewer  

This dialog shows all the communication between the camera and PC and can assist in understanding overall 

operation.  Click on the Log Viewer icon to launch the Log window.  
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