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MECHANICAL SPECIFICATION

NOTES:

CONTACTS:

A

0~

0.05510,
B [1.4040,
LED

GREEN

T0P VIEW

PLASTIC HOUSING: THERMOPLASTIC PA, BLACK

FLAMMABILITY RATING UL 94V-0

30 MICRO-INCH HARD GOLD PLATING OR EQUIVALENT,
30 MICRO-INCH MIN NICKEL UNDERPLATE,

~— 1,026 [26.06] ~—‘
7~

LED LEADS

0.125 [3.18]
&

0.130 [3.30]
SIGNAL

GROUND LEADS
0.346 [8.79]
0.445 [11.30]

| V

?

0.266 [6.76]

0.438 [11.13]

0.488 [12.40]

. - 0180 [4.57]
OUTPUT PINS: TIN-COATED COPPER WIRE, DIA 0018 INCH. 0280 [711]
100 MICRO-INCH MIN MATTE TIN. PINS ARE SOLDER DIPPED. 0452 [12.50]
METAL SHIELD: NICKEL PLATED ON COPPER ALLOY. ' '
(ALL GROUND LEADS ARE SOLDER DIPPED) —
MARK PART WITH MFG LOGO, MFG NAME, PART NUMBER, DATE CODE AND &=
"PATENTED” MARKING, Il
2. THE PRODUCT IS PATENTED. THE PATENT NUMBER IS US. PAT. 7,123,117
3. JACK CAVITY CONFORMS TO FCC RULES AND REGULATIONS, PART 68 SUBPART F. 0556 6501
4, THE PRODUCT IS RoHS COMPLIANT AND HALOGEN FREE, 0174 [4.47] —m] |=—
¢ us UL RECOGNIZED - FILE #E£196366 AND E169987, 0666 Lie.9e]
LEFT VIEW
S, THE PART IS COMPLIANT WITH WAVE SOLDERING AND IR REFLOW. s
FOR WAVE SOLDERING, THE SUGGESTED PEAK WAVE SOLDERING CONDITION IS 260°C MAX AND 10 SECONDS MAX.
FOR IR REFLOW, THE SUGGESTED PEAK IR REFLOW CONDITION IS 245°C MAX AND 30 SECONDS MAX. [mmv . A [PacE -
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