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refloW solderinG characteristics

In testing, Cree has found XLamp Xp‑E LEDs to be compatible with JEDEC J‑STD‑020C, using the parameters listed 

below. As a general guideline, Cree recommends that users follow the recommended soldering profile provided by the 

manufacturer of solder paste used. 

Note that this general guideline may not apply to all pCB designs and configurations of reflow soldering equipment. 

�3�U�R�¿�O�H���)�H�D�W�X�U�H lead-based solder lead-free solder

Average Ramp‑Up Rate (Tsmax to Tp) 3 °C/second max. 3 °C/second max.

preheat: Temperature Min (Tsmin) 100 °C 150 °C

preheat: Temperature Max (Tsmax) 150 °C 200 °C

preheat: Time (tsmin to tsmax) 60-120 seconds 60-180 seconds

Time Maintained Above: Temperature (TL) 183 °C 217 °C

Time Maintained Above: Time (tL) 60-150 seconds 60-150 seconds

peak/Classification Temperature (Tp) 215 °C 260 °C

Time Within 5 °C of Actual Peak Temperature (tp) 10-30 seconds 20-40 seconds

Ramp-Down Rate 6 °C/second max. 6 °C/second max.

Time 25 °C to Peak Temperature 6 minutes max. 8 minutes max.

Note: All temperatures refer to topside of the package, measured on the package body surface.
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notes

lumen maintenance Projections
Cree now uses standardized IES LM‑80‑08 and TM‑21‑11 methods for collecting long‑term data and extrapolating LED 

lumen maintenance. For information on the specific LM‑80 data sets available for this LED, refer to the public LM‑80 

results document at www.cree.com/xlamp_app_notes/LM80_results.

please read the XLamp Long‑Term Lumen Maintenance application note at www.cree.com/xlamp_app_notes/lumen_

maintenance for more details on Cree’s lumen maintenance testing and forecasting. Please read the XLamp Thermal 

Management application note at www.cree.com/xlamp_app_notes/thermal_management for details on how thermal 

design, ambient temperature, and drive current affect the LeD junction temperature.

moisture sensitivity
In testing, Cree has found XLamp Xp‑C and Xp‑E LEDs to have unlimited floor life in conditions ≤ 30 ºC/85% relative 

humidity (RH). Moisture testing included a 168‑hour soak at 85 ºC/85% RH followed by 3 reflow cycles, with visual and 

electrical inspections at each stage.

Cree recommends keeping XLamp LeDs in their sealed moisture-barrier packaging until immediately prior to use. Cree 

also recommends returning any unused LeDS to the resealable moisture-barrier bag and closing the bag immediately 

after use.

rohs compliance
The levels of RoHS restricted materials in this product are below the maximum concentration values (also referred to 

as the threshold limits) permitted for such substances, or are used in an exempted application, in accordance with EU 

Directive 2011/65/EC (RoHS2), as amended through June 8, 2011. RoHS Declarations for this product can be obtain 

from your Cree representative or obtained from the Product ecology section of www.cree.com.

reach compliance
REACh substances of high concern (SVHCs) information is available for this product. Since the European Chemical 

Agency (ECHA) has published notices of their intent to frequently revise the SVHC listing for the foreseeable future, 

please contact a Cree representative to insure you get the most up‑to‑date REACh Declaration. Historical REACh banned 

substance information (substances restricted or banned in the EU prior to 2010) is also available upon request.

ul recognized component
Level 4 enclosure consideration. The LED package or a portion thereof has been investigated as a fire and electrical 

enclosure per ANSI/UL 8750.

vision advisory claim
WARNING: Do not look at exposed lamp in operation. Eye injury can result. See LED Eye Safety at www.cree.com/

xlamp_app_notes/led_eye_safety.

intellectual Property
For remote phosphor applications, a separate license to certain Cree patents is required.

http://www.cree.com/xlamp_app_notes/LM80_results
http://www.cree.com/xlamp_app_notes/lumen_maintenance
http://www.cree.com/xlamp_app_notes/lumen_maintenance
http://www.cree.com/xlamp_app_notes/thermal_management
http://www.cree.com
http://www.cree.com/xlamp_app_notes/led_eye_safety
http://www.cree.com/xlamp_app_notes/led_eye_safety
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mechanical dimensions (ta = 25 °c)

All measurements are ±.13 mm unless otherwise indicated.
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taPe and reel

All Cree carrier tapes conform to EIA‑481D, Automated Component Handling Systems Standard.

All dimensions in mm.

SIZE

TITLE

OF

REV.

SHEET

C
DRAWING NO.

DATE

DATE

DATE

CHECK

FINAL PROTECTIVE FINISH

MATERIAL

APPROVED

DRAWN BY

THIRD ANGLE PROJECTION

SCALE

A

B

C

D

123456

6 5 4 3 2 1

A

B

C

D

Phone (919) 313-5300
Fax (919) 313-5558

4600 Silicon Drive
Durham, N.C 27703

UNAUTHORIZED PERSON  WITHOUT THE WRITTEN CONSENT
MAY NOT BE COPIED, REPRODUCED OR DISCLOSED TO ANY 
CONFIDENTIAL INFORMATION OF CREE, INC. THIS PLOT 
CONTAINED WITHIN ARE THE PROPRIETARY AND
CREE CONFIDENTIAL. THIS PLOT AND THE INFORMATION

OF CREE INC.

NOTICE

X°      ±  .5 °
.XXX    ±  .25
.XX     ±  .75
.X      ±  1.5

FOR SHEET METAL PARTS ONLY

.XX     ±  .25

.XXX    ±  .125
X°      ±  .5 °

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN 

MILLIMETERS AND AFTER FINISH.
TOLERANCE UNLESS SPECIFIED:

SURFACE FINISH: 1.6

BB

 +.10/-001.50

2.10 +.10/-.00

3.75 +.10/-.00
4.39 +.10/-.00

8.7°

8.00 ±.10

4.00 ±.10

2.00 ±.10

 +.10/-.001.50

 +.10/-.001.50

.30 ± .10

3.75 +.10/-.00

4.39 +.10/.00

12.00 Nominal
12.30 Max

5.50 ±.10

1.75 ±.10

10.25 ±.10

REVISONS

REV DESCRIPTION BY DATE APP'D 

A Released J.L. 6/30/09 

C Match supplier drawing DDS 10/21/10 Y.Gan

D Zone A6, 2.15 was 2.1, tolerance was ± .10 .
Zone C2, Added pocket dimensions. DDS 12/2/10 Y.Gan

E Zone A6, 2.10 was 2.15 DDS 1/3/11 J.M.

F Zone B5, Added tolerance 
to 4.39 and 3.75.

DDS 8/26/11 J.M.

G ADDED CATHODE AND ANODE NOTE DC 2/27/12

1/14.000

G2402-00003

Carrier Tape, XPE

6/30/09 D. Seibel 

Notes:
1. 10 sprocket hole pitch cumulative tolerance ± 0.2mm

CATHODE SIDE

ANODE SIDE

B-BSECTION  

Loaded Pockets
(1,000 Lamps) Leader

400mm (min) of
empty pockets with

at least 100mm
sealed by tape

(50 empty pockets min.)

Trailer
160mm (min) of
empty pockets

sealed with tape
(20 pockets min.)

STARTEND

Cathode Side

Anode Side
(denoted by + and circle)

160.0

A

A

B

2.5±.1

SECTION A-A 
SCALE 2 : 1

1.5±.1

8.0±.1

4.0±.1

1.75±.10

12.0 .0
+.3

DETAIL B 
SCALE 2 : 1

13mm
7"

Cover Tape

Pocket Tape

User Feed Direction

User Feed Direction
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PackaGinG

Patent Label
(on bottom of box)

Label with Cree Bin 
Code, Qty, Reel ID

Label with Cree Bin 
Code, Qty, Reel ID

Label with Cree Order Code, 
Qty, Reel ID, PO #

Label with Cree Order Code, 
Qty, Reel ID, PO #

Label with Cree Bin 
Code, Qty, Reel ID

Unpackaged Reel

Packaged Reel

Boxed Reel

CREE Bin Code
& Barcode Label

Vacuum-Sealed
Moisture Barrier Bag

Label with Customer
P/N, Qty, Lot #, PO #

Label with Cree Bin 
Code, Qty, Lot #

Label with Cree Bin 
Code, Qty, Lot #

Vacuum-Sealed 
Moisture Barrier Bag

Patent Label

Label with Customer Order 
Code, Qty, Reel ID, PO #


