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Customer

Description DC FAN

Part No. Rev.
Delta Model No. AFB0612HHE-T500 Rev. 00
Sample Issue No.

Sample Issue Date. Jun 12, 09

PLEASE SEND ONE COPY OF THIS SPECIFICATION
BACK AFTER YOU SIGNED APPROVAL FOR PRODUC-
TION PRE-ARRANGEMENT.

APPROVED BY :

DATE

DELTA ELECTRONICS (THAILAND) PUBLIC COMPANY LIMITED.
111 M0O 9 WELLGROW INDUSTRIAL ESTATE

BANGNA-TRAD ROAD, TAMBON BANGWUA,

AMPHUR BANGPAKONG, CHACHOENGSAO 24180 THAILAND

TEL. +66-(0)-38522455, FAX. +66-(0)-38522477
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DELTA ELECTRONICS (THAILAND) PCL.

111 MOO 9, WELLGROW INDUSTRIAL ESTATE, TEL : +66—-(0)38-522455
BANGNA-TRAD ROAD, BANGWUA, BANGPAKONG, FAX : +66-(0)38-522477
CHACHEONGSAO 24180 THAILAND.

SPECIFICATION FOR APPROVAL
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Customer:

Description: ~ DC FAN
Customer P/N: REV

Delta Model NO.:  AFBO612HHE-TS00
Sample Rev: | 0 lssue NO:
Sample Issue Date: Jun 12, 09 Quantity:
1. SCOPE:

THIS SPECIFICATION DEFINES THE ELECTRICAL AND MECHANICAL
CHARACTERISTICS OF THE DC BRUSHLESS AXIAL FLOW FAN. THE FAN
MOTOR IS WITH TWO PHASES AND FOUR POLES.

2. CHARACTERS:

e 0 L T
| ITEM | DESCRIPTION |
- = — — — —— -+ = — — —— = —
' RATED VOLTAGE | 12 VDC |
T e e —
L OPERATION VOLTAGE J} 7.0 - 13.8 VDC J}
" INPUT CURRENT | 0.68 (MAX. 0.82) A |
e
- INPUT POWER | 8.16 (MAX. 9.84) W |
"= -7~ - """ ""7/"¥7/"¥7/"7"—'V/— 07/~ 1
' SPEED | 8000+10% R.P.M. |
P A —
. MAX. AIR FLOW | 1.307 (MIN. 1.177 ) M3/MIN. |
' (AT ZERO STATIC PRESSURE) | 46.17 (MIN. 41.55 ) CFM |
e e ———————,Y————€—QO -
| MAX. AIR PRESSURE | 20.14 (MIN. 16.31 ) mmH,0 |
. (AT ZERO AIRFLOW) | 0.793 (MIN. 0.642 ) inchH»0 |
-— 4 _
L ACOUSTICAL NOISE (AVG.) Jl 50.0 (MAX. 54.0) dB-A Jl
,,,,,,,,,,,,,,,,,,,,,,,, e e T T
|
|

i INSULATION TYPE UL: CLASS A i
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ART NO:
AFBO612HHE-T500

A

DC BRUSHLESS

A

DC BRUSHLESS

A

DC BRUSHLESS

MoDEL él‘-'gog 2HHE WopEL AFBO612HHE MobEL AFB0612HHE
C g'n @
g OR
38.0+0.5(1.496+0.020) 60.0+0.5(2.362+0.020)
2-4.0+0.3 50.010.3(1.969+0.012)

(2-0.15740.012)

50.0+0.3(1.969+0.012)
60.0+0.5(2.362+0.020)

] :7 10.0(0.394)

330.0£10.0(12.992+0.394) \( 8*@4.5i0.31 )
8—90.17/10.012

NOTES:
1. WIRE UL 1007 AWG #24
BLACK WIRE -——-- (-)
RED WIRE ——--- (+)

2. FOR IP55 PROTECTION, THE MOTOR(PWB+WINDING ASSY) MUST COATED
BY PARYLENE WITH THICKNESS 0.005MM (REF.) DELTA P/N 4020158300
3. THIS PRODUCT IS RoHS COMPLIANT A00



