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1. SCOPE:

THIS SPECIFICATION DEFINES THE ELECTRICAL AND MECHANICAL
CHARACTERISTICS OF THE DC BRUSHLESS AXIAL FLOW FAN. THE FAN
MOTOR IS WITH TWO PHASES AND FOUR POLES.

2. CHARACTERS:

e g 1
| ITEM | DESCRIPTION |
e 4 —
' RATED VOLTAGE | 24 VDC |
b 4 -
] OPERATION VOLTAGE i 14.0 - 27.6 VDC )
" INPUT CURRENT | 0.24 (MAX. 0.36) A |
= 09" " " " -+ = 1
" INPUT POWER | 5.76 (MAX. 8.64) W |
P bt -
. SPEED | 6800+£10% R.P.M. |
b 4 -
. MAX. AIR FLOW | 1.086 (MIN. 0.977 ) M3/MIN. |
. (AT ZERO STATIC PRESSURE) | 38.35 (MIN. 34.50 ) CFM |
- o |
i MAX. AIR PRESSURE i 13.81 (MIN. 11.18 ) mmH,0 i
(AT ZERO AIRFLOW) ] 0.544 (MIN. 0.441 ) inchH20
' ACOUSTICAL NOISE (AVG.) | 46.5 (MAX. 50.5) dB-A |
' INSULATION TYPE | UL: CLASS A |
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