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1. SCOPE:

THIS SPECIFICATION DEFINES THE ELECTRICAL AND MECHANICAL
CHARACTERISTICS OF THE DC BRUSHLESS AXIAL FLOW FAN. THE FAN
MOTOR IS WITH TWO PHASES AND FOUR POLES.

2. CHARACTERS:
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| RATED VOLTAGE | 12.0 VDC |
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MAX. AIR FLOW
(AT ZERO STATIC PRESSURE)

MAX. AIR PRESSURE
(AT ZERO AIRFLOW)
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| ACOUSTICAL NOISE (AVG.)

- ____

i INSULATION TYPE

1.327 (MIN. 1.194 ) M3/MIN.
46.86(MIN. 42.17 ) CFM

7.24 (MIN. 5.86 ) mmH,0
0.285 (MIN. 0.231) inchH»0
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11. PWM CONTROL SIGNAL:

SIGNAL VOLTAGE RANGE: 0~20VDC
— — — — HIGH SIGNAL: 2.8 VDC MIN.

— — — — LOW SIGNAL: 0.4 VDC MAX.
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o THE FREQUENCY FOR CONTROL SINGAL OF THE FAN SHALL BE
ABLE TO ACCEPT A 30 HZ~300 KHZ.

* THE PREFERRED OPERATING POINT FOR THE FAN IS 20K HZ.

o AT 100% DUTY CYCLE,THE ROTOR WILL SPIN AT MAXIMUM SPEED.
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