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Special Lenses

OP-FL Flare Lens 10º x 80º

Flare Lens

Examples of other Special Lenses

3-Cell Optic Side Emitting Lens

7-Cell Optic

The flare lens has been designed for use
with all Emitters.  The illumination pattern is
horizontally very wide, but vertically
extremely narrow - ±10º x 80º

Dialight Lumidrives is happy to design 
special customized lenses to meet your
specific needs.  Please contact us for a
quotation.
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Wiring Diagrams
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Colordriver RF with Color Engine CE36

and HL16 RGB

Typical Connection - With Color Engine 18

Typical Connection - With Color Engine 12

Typical Connection Master/Slave - with Color Engine 18 & 4 X HL16 RGB

CE18C-RGB-XXX

CE12C-RGB-XXX

CDL-M3E

CDL-M3E

CDL-M3E

RJ45 Lead

RJ45-MLXM
RJ45 Lead x 3

End Termination

RJ45-C
If longer than 100mm is required between

color driver and first RJ45-CONN-ASSY, use

CDL-M3M & RJ45-MLXF

RJ45-CON-ASSY

Min 4 - Max 12

HL16-RGB

Min 1 - Max 6
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Colordriver 36 with RGB LinkLEDs™ or with multiple Color Engine Circular

If longer than 100mm is required between

Color Driver and first RGB LinkLED, use

CDL-M3M & RJ45-MLXF

LinkLED-RGB Typical Connection

If only one Color Engine used per Color Driver,

simply connect CDL-M3E directly from 

Color Driver to Color Engine.
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Microdriver 9SC with Lumilights

Lumilight 3 - Typical Connection

Colordriver RFCC Installation Diagrams

MDU9-SC-3570

(optional)

3 x Lumilight 3s connected in series

110-240V AC Input

Recommended minimum wire gauge = AWG 24
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3 x Lumiline 3s connected in series

MDU9-SC-3570

Microdriver 9SC with Lumilines

Lumiline 3 - Typical Connection

110-240V AC Input

Recommended minimum wire gauge = AWG 24

Lumiline 9 - Typical Connection

MDU9-SC-3570

110-240V AC Input
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Microdriver 9SC with Lumispots

Lumispot 1 - Typical Connection

4 to 9 Lumispot 1s connected in series

3 x Lumispot 3s connected in series

Lumispot 3 - Typical Connection

Lumispot 6 - Typical Connection

Lumispot 9 - Typical Connection
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LinkLED LED Light Engines

(Required)






