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Hardware 

Image Description Quantity 

 Pan Head Philips Screw 
Thread: M3 x 0.5mm, Length: 17 mm 

4 

  Hex Nut 
Thread: M3 x 0.5mm 

4 

   Transparent Rubber Foot 
h5Υ лΦоуέΣ IŜƛƎƘǘΥ лΦмрέ 

4 

 

Tools 

Philips Screwdriver 
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Acrylic Parts  

With this printed sheet, place the four acrylic sheets accordingly so that they align with the sketched 

outline. Make sure that the holes align.  

 Top View 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

LAYER 4 

LAYER 1 

LAYER 3 

LAYER 2A 

LAYER 2B 
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Assembly Instructions 

NOTE: For simplicity, the acrylic case can be assembled upside down on a counter top. Do not pick up 

the case from the counter top until the final step, otherwise the screws will fall out of place. Pay 

attention on each layer to see which side is up throughout the assembly instructions. 

 

Step 1:  

Place the four screws through the screw holes on LAYER 1, then lay the acrylic piece along with the 

screws on a counter top surface so that the screw heads are touching the counter. 

         

 

 

Step 2:  

Slide LAYER 2A and LAYER 2B through the screw holes as shown below, keeping the case still on the 

counter top. Set this assembly aside, it will be needed once again in Step 4. 
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Step 3: 

With the previous assembly aside, LAYER 3 will be assembled separately first, and then will be included 

with the rest of the case in Step 4. Using Layer 3 and the OpenScope MZ board, carefully place the 

OpenScope MZ board within the acrylic groove without bending the acrylic. Make sure that the top 

surface of the board is flush with the surface of the acrylic.  

      

 

 

Make sure the micro USB connector lines up with the micro USB notch on the acrylic piece, this will 

ensure the correct orientation.  

 

Top View 

  

  

Two Top Surfaces Flush 

Fr 

Micro USB Acrylic Notch 

Fr 


