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SwisstacDescription

SWISSTAC - Three crucial advantages
1. Easy storage in minimum space
Every SWISSTAC switch can be altered very symply any number of 
times, and afterwards added to, modified or adapted. This highly 
modular concept means that only a few subassemblies reducing 
storage costs.
2. All connections on one plane
All terminals are arranged at the same level, are clearly laid out and fully 
accessible even when in close-packed arrays. Three colours provide 
optical help to make connections easier.
2. Ideal for switch interlock systems
SWISSTAC switches can be mechanically combined in many ways to 
form switch interlock systems and in fact in rows of up 20 switches. This 
means that complicated protection and relay interlocks are 
unnecessary. Individual and irregular spacings between the switches of 
an array are no problem either.

General notes
SWISSTAC, a modularly constructed control switch system, offers the 
user a wide range of products: Buzzers, illuminated pushbuttons and 
pushbuttons, indicators, emergency-stop switches, push-pull 
illuminated switches, keylock switches and selector switches, as well as 
switch interlock systems in the front-facing protection classes IP 40 and 
IP 65.
The front dimensions of the switch units are: 18 mm dia., 18 x 18 mm, 
18 x 24 mm, 24 mm dia.. For flush mounting, dimensions 25 mm dia., 
24 x 24 mm, 24 x 30 mm are also available.
Our products are marked with the internationally approved CE low-
voltage saftey standard.

Design
SWISSTAC switches are of modular construction and are divedid into 
the following three groups:
- Front section : Man/switch interface and status indicator. Two-parts 
lens for engraving, film insert or printing.
- Intermediate section : Latching/ puls facility, lamp holder, latch holder.
Intermediate section with switching mechanism and lamp holder which 
is available in two versions T5.5 1.2 W max. and T13/4 Midget Groove 
1.2 W max..
- Terminal block : Up to a max. of five switching elements can be joined 
together in one terminal block. Are supplied mounted serially on 
intermediate sections. Can be disassembled easily for wiring.

Marking
For further information about engraving, stamping and film inserts see 
part Marking.

Illumination
The T13/4 MG and T5.5 incandescent (filament) lamp (6, 12, 24, 28, 36, 
48 V) ensures perfect illumination of the lenses, which are supplied in 
various colours.
Where supply voltages are over 48 V, a voltage-reduction element 
(external protective series resistor) must be used.
T13/4 MG und T5.5 Single-Chip LED (6, 12, 24, 28, 48 V) are also 
available in blue, green, red, white or yellow.
Do not solder the terminals directly, because of the high surface 
temperature.
Luminosity and wave length scattering caused by the technology used 
in the LED manufacturing processes may lead to visual differences in 
our products.

Position indication
The status of a maintained action switch can be determinded by the 
position of the lens.

Keylock switch
Standard lock number is B2 300. We supply B2 300 without 
specifications of the lock numbers. When ordering this additionel 
designation should be quoted. Four further standard locks are 
B2 301 ... B2 304. A further 95 locks are available in or without passe-
partout version on request.
Two keys are supplied with each keylock switch.
Spare keys for standard locks may be ordered by quoting Typ-Nr. 
240-2001-00 (please state the lock number).
Specimen order: 240-2001-00 B2 300

Stop pushbutton with key to release
Standard lock number is B2 390.  Four further standard locks are 
B2 391 ... B2 394. When ordering this additionel designation should be 
quoted.
Two keys are supplied with each keylock switch.
Spare keys for standard locks may be ordered by quoting Typ-Nr. 
240-3001-00 (please state the lock number).
Specimen order: 240-3001-00 B2 390

Emergency-stop pushbutton, foolproof with key to release
KABA safety lock. Standard lock number is 1001. Spare keys may be 
ordered under Typ-Nr. 240-4001-00 1001.

We reserve the right to modify technical data
All dimensions in mm

Product Information
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Pushbutton illuminative, raised mounting

0 1 Lens
2 Front bezel
3 Fixing nut
4 Spring with pin for changing from maintained to momentary action
5 Intermediate section
6 Holder for switching element
7 Switching element block
8 Switching element

Pushbutton illuminative, flush mounting

0 1 Lens
2 Front bezel
3 Front bezel set, flush mounting
4 Front panel
5 Fixing nut
6 Spring with pin for changing from maintained to momentary action
7 Intermediate section
8 Holder for switching element
9 Switching element block
10 Switching element
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The switch is mounted in a fascia or control panel in two steps:

1. Insert indicator from the back side in fascia/control panel.
2. Snap on bezel and tighten fixing nut.

0

0

>

The press ring is fitted between glan and lens. The seal is effective when the lens is snapped into place.

0

>

The buzzer is mounted in a fascia or control panel in two steps:

1. Insert buzzer from the back side in fascia/control panel.
2. Snap on bezel and tighten fixing nut.

0

0

>

The switch is mounted in a fascia or control panel in three steps:

1. Detach terminal block as in drawing, remove fixing nut.
2. Insert switch from the front in fascia/control panel.
3. Reassemble the switch in the reverse order.

0

0

Note: Type-identification on legs of actuator !

Indicator 30 - 70 mm

Lens Bezel Indicator

Indicator 30 - 70 mm, sealing gland and sealing ring 

Buzzer 30 - 55 mm

Buzzer element Bezel Buzzer housing

Pushbutton illuminated 35 mm

To detach terminal block
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The switch is mounted in a fascia or control panel in three steps:

1. Remove front section as in drawing.
2. Insert switch from the back side in fascia/control panel.
3. Snap on front section (see note) and tighten fixing nut.

0

0

Note !
To assemble, the key must be at the zero position. The symbol 0 is at the top, and on the terminal block the circuit diagram is uppermost.
>

The switch is mounted in a fascia or control panel in three steps:

1. Remove front section as in drawing.
2. Insert switch from the back side in fascia/control panel.
3. Snap on front section (see note) and tighten fixing nut.

0

0

Note !
To assemble, the key must be at the zero position. The symbol 0 is at the top, and on the terminal block the circuit diagram is uppermost.
>

The switch is mounted in a fascia or control panel in three steps:

1. Detach terminal block as in drawing, remove fixing nut.
2. Insert switch from the front in fascia/control panel.
3. Reassemble the switch in the reverse order.

0

0

>

Keylock switch 55 mm

Zero position Wiring diagram

Keylock switch 70 mm

Zero position Wiring diagram

Selector switch 45 mm

To detach terminal block
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The switch is mounted in a fascia or control panel in three steps:

1. Remove front section as in drawing.
2. Insert switch from the back side in fascia/control panel.
3. Snap on front section (see note) and tighten fixing nut.

0

0

Note !
To assemble, the lever must be at the zero position. The symbol 0 is at the top, and on the terminal block the circuit diagram is uppermost.
>

The switch is mounted in a fascia or control panel in three steps:

1. Remove front section as in drawing.
2. Insert switch from the back side in fascia/control panel.
3. Snap on front section (see note) and tighten fixing nut.

0

0

Note !
To assemble, the lever must be at the zero position. The symbol 0 is at the top, and on the terminal block the circuit diagram is uppermost.
>

The switch is mounted in a fascia or control panel in three steps:

1. Detach terminal block as in drawing, remove fixing nut.
2. Insert switch from the front in fascia/control panel.
3. Reassemble the switch in the reverse order.

0

0

Selector switch 55 mm

Zero position Wiring diagram

Selector switch 70 mm

Zero position Wiring diagram

Illuminated push-pull pushbutton 45 mm

Push-pull knob To detach terminal block
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Essential Accessories:
d Lamp element block for 35 mm page 66
d Lens plastic for button 35 mm page 54
d Single-LED page 70
Continuation see next page

Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Protection degree IP 40/IP 65 is determined by front bezel and lens
Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Terminals: S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm), P = PCB terminal
Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Indicator actuator 35 mm
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Indicator actuator 35 mm 
Lampholder T1 3/4 MG

IP 40 690-4000-00 690-6000-00 690-2000-00 5 5 2 0.004
IP 65 690-4000-W0 690-6000-W0 690-2000-W0 6 5 2 0.005

Indicator actuator 30 - 70 mm
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Indicator actuator 30 - 70 mm 
Lampholder T1 3/4 MG

30 mm S1 990-.000-K0 7 18 2 0.004
52 mm P 990-.000-0P 7 26 2 0.007
55 mm S1 990-.000-00 7 16 2 0.007

Lampholder T5.5 45 mm S1 890-.000-K0 7 15 2 0.006
67 mm P 890-.000-0P 7 17 2 0.010
70 mm S1 890-.000-00 7 19 2 0.010
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Actuators usable for front dimensions: b 24 x 24 mm | a 18 x 24 mm

Essential Accessories:
d Buzzer element page 60
d Front bezel for Buzzer for 30- 55 mm page 62
Continuation see next page

The buzzer 55 mm is as long as the corresponding illuminated pushbutton and fits to the PCB plug-in base and multi plug housing
Terminals: S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm), P = PCB terminal
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Essential Accessories:
d Front bezel set, flush mounting page 62
d Lens plastic for button 35 mm page 54
d Single-LED page 70
d Snap-action switching element block for 35 mm page 66
Continuation see next page

Switching action: R (Ir) = Maintained action (switchable to momentary action), M = Momentary action
Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Buzzer actuator 30 - 55 mm

Fr
on

t p
ro

te
ct

io
n

M
ou

nt
in

g 
de

pt
h

Te
rm

in
al

s

Typ-Nr. C
om

po
ne

nt
 la

yo
ut

M
ou

nt
in

g 
di

m
en

si
on

s

Te
ch

ni
ca

l d
ra

w
in

g

C
irc

ui
t d

ra
w

in
g

e

Buzzer actuator 30 - 55 mm 
Buzzer socket T1 3/4 MG

IP 40 30 mm S1 970-.000-K0 11 18 1 0.004
52 mm P 970-.000-0P 1 11 26 1 0.007
64 mm S1 970-.000-00 11 16 1 0.007

Illuminated pushbutton actuator 35 mm
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Illuminated pushbutton actuator 35 mm 
Lampholder T1 3/4 MG

IP 40 R (Ir) 600-4000-00 600-6000-00 600-2000-00 5 5 15 0.004
M 680-4000-00 680-6000-00 680-2000-00 5 5 32 0.004

IP 65 R (Ir) 600-4000-W0 600-6000-W0 600-2000-W0 6 5 15 0.005
M 680-4000-W0 680-6000-W0 680-2000-W0 6 5 32 0.005
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Protection degree IP 40/IP 65 is determined by front bezel and lens
Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Contacts: NC = Normally closed, NO = Normally open
Switching action: R (Ir) = Maintained action (switchable to momentary action)
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Illuminated pushbutton actuator 55 - 70 mm
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Illuminated pushbutton actuator 55 - 70 mm 
Lampholder T1 3/4 MG

52 mm 1 NC + 1 NO R (Ir) P 901-.000-0P 1 7 8 14 0.013
2 NC + 2 NO R (Ir) P 902-.000-0P 1 7 8 8 0.014
3 NC + 3 NO R (Ir) P 903-.000-0P 1 7 8 12 0.014
4 NC + 4 NO R (Ir) P 904-.000-0P 1 7 8 11 0.018
5 NC + 5 NO R (Ir) P 905-.000-0P 1 7 8 6 0.021

55 mm 1 NC + 1 NO R (Ir) S1 901-.000-00 7 4 14 0.013
2 NC + 2 NO R (Ir) S1 902-.000-00 7 4 8 0.014
3 NC + 3 NO R (Ir) S1 903-.000-00 7 4 12 0.015
4 NC + 4 NO R (Ir) S1 904-.000-00 7 4 11 0.019
5 NC + 5 NO R (Ir) S1 905-.000-00 7 4 6 0.022

Lampholder T5.5 67 mm 1 NC + 1 NO R (Ir) P 801-.000-0P 1 7 12 14 0.015
2 NC + 2 NO R (Ir) P 802-.000-0P 1 7 12 8 0.016
3 NC + 3 NO R (Ir) P 803-.000-0P 1 7 12 12 0.017
4 NC + 4 NO R (Ir) P 804-.000-0P 1 7 12 11 0.020
5 NC + 5 NO R (Ir) P 805-.000-0P 1 7 12 6 0.023

70 mm 1 NC + 1 NO R (Ir) S1 801-.000-00 7 11 14 0.015
2 NC + 2 NO R (Ir) S1 802-.000-00 7 11 8 0.016
3 NC + 3 NO R (Ir) S1 803-.000-00 7 11 12 0.017
4 NC + 4 NO R (Ir) S1 804-.000-00 7 11 11 0.021
5 NC + 5 NO R (Ir) S1 805-.000-00 7 11 6 0.024



SwisstacDevices raised mounting

13
02.2009

Continuation see next page

Continuation see next page

Stop pushbutton 55 - 70 mm
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Stop pushbutton 55 - 70 mm 
Key to unlock clockwise
standard lock B2 390

IP 40 52 mm Plastic red 1 NC P 961+2401-0P 1 14 31 57 0.030
2 NC P 962+2401-0P 1 14 31 56 0.031
3 NC P 963+2401-0P 1 14 31 55 0.032

64 mm Plastic red 1 NC S1 961+2401-00 14 24 57 0.030
2 NC S1 962+2401-00 14 24 56 0.031
3 NC S1 963+2401-00 14 24 55 0.032

67 mm Plastic red 1 NC P 861+2401-0P 1 14 40 57 0.033
2 NC P 862+2401-0P 1 14 40 56 0.034
3 NC P 863+2401-0P 1 14 40 55 0.035

70 mm Plastic red 1 NC S1 861+2401-00 14 39 57 0.033
2 NC S1 862+2401-00 14 39 56 0.034
3 NC S1 863+2401-00 14 39 55 0.035

IP 65 52 mm Plastic red 1 NC P 961+2401-WP 1 15 31 57 0.030
2 NC P 962+2401-WP 1 15 31 56 0.031
3 NC P 963+2401-WP 1 15 31 55 0.032

64 mm Plastic red 1 NC S1 961+2401-W0 15 24 57 0.030
2 NC S1 962+2401-W0 15 24 56 0.031
3 NC S1 963+2401-W0 15 24 55 0.032

67 mm Plastic red 1 NC P 861+2401-WP 1 15 40 57 0.033
2 NC P 862+2401-WP 1 15 40 56 0.034
3 NC P 863+2401-WP 1 15 40 55 0.035

70 mm Plastic red 1 NC S1 861+2401-W0 15 39 57 0.033
2 NC S1 862+2401-W0 15 39 56 0.034
3 NC S1 863+2401-W0 15 39 55 0.035
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Continued from previous page

Note : 
We recommend to use location strip no. 260-0020-00 for anti-twisting  of the front bezel.
At momentary position the overturning force is max. 60 Ncm.
Other keylock numbers on request
Contacts: NC = Normally closed
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Stop pushbutton 55 - 70 mm
Twist to unlock clockwise

IP 40 52 mm Plastic red 1 NC P 951+2000-0P 1 14 31 57 0.018
2 NC P 952+2000-0P 1 14 31 56 0.019
3 NC P 953+2000-0P 1 14 31 55 0.020

55 mm Plastic red 1 NC S1 951+2000-00 14 24 57 0.018
2 NC S1 952+2000-00 14 24 56 0.019
3 NC S1 953+2000-00 14 24 55 0.020

67 mm Plastic red 1 NC P 851+2000-0P 1 14 40 57 0.021
2 NC P 852+2000-0P 1 14 40 56 0.022
3 NC P 853+2000-0P 1 14 40 55 0.023

70 mm Plastic red 1 NC S1 851+2000-00 14 39 57 0.021
2 NC S1 852+2000-00 14 39 56 0.022
3 NC S1 853+2000-00 14 39 55 0.023

IP 65 52 mm Plastic red 1 NC P 951+2000-WP 1 15 31 57 0.018
2 NC P 952+2000-WP 1 15 31 56 0.019
3 NC P 953+2000-WP 1 15 31 55 0.020

64 mm Plastic red 1 NC S1 951+2000-W0 15 24 57 0.018
2 NC S1 952+2000-W0 15 24 56 0.019
3 NC S1 953+2000-W0 15 24 55 0.020

67 mm Plastic red 1 NC P 851+2000-WP 1 15 40 57 0.021
2 NC P 852+2000-WP 1 15 40 56 0.022
3 NC P 853+2000-WP 1 15 40 55 0.023

70 mm Plastic red 1 NC S1 851+2000-W0 15 39 57 0.021
2 NC S1 852+2000-W0 15 39 56 0.022
3 NC S1 853+2000-W0 15 39 55 0.023
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Application as per DIN EN ISO 13850 and EN 60204-1

Continuation see next page

Mounting hint: Starting torque for fixing nut max. 50  Ncm
Other lock numbers on request
Contacts: NC = Normally closed, NO = Normally open
Terminals: S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Emergency-stop pushbutton, foolproof EN IEC 60947-5-5
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Emergency-stop pushbutton, foolproof 
EN IEC 60947-5-5 
Position indication ring black
Key to unlock clockwise
Standard lock 1001

IP 65 41 mm Plastic red 1 NC S1 561-8101-W0 3 3 54 0.047
1 NC + 1 NO S1 563-8101-W0 3 3 58 0.047
2 NC S1 562-8101-W0 3 3 53 0.047

Position indication ring black
Twist to unlock clockwise

IP 65 41 mm Plastic red 1 NC S1 551-8000-W0 3 3 54 0.025
1 NC + 1 NO S1 553-8000-W0 3 3 58 0.025
2 NC S1 552-8000-W0 3 3 53 0.025
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Actuators usable for front dimensions: b 24 x 24 mm | a 18 x 24 mm | 24 mm dia.

Essential Accessories:
d Front bezel for Mushroom-head pushbutton 55 - 70 mm page 61
d Mushroom-head cap page 57
Continuation see next page

Contacts: NC = Normally closed, NO = Normally open
Switching action: R (Ir) = Maintained action (switchable to momentary action)
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Mushroom-head pushbutton actuator 55 - 70 mm
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Mushroom-head pushbutton actuator 55 - 70 mm IP 40 52 mm 1 NC + 1 NO R (Ir) P 901-.000-0P 1 8 7 13 0.013
2 NC + 2 NO R (Ir) P 902-.000-0P 1 8 7 7 0.014
3 NC + 3 NO R (Ir) P 903-.000-0P 1 8 7 9 0.014
4 NC + 4 NO R (Ir) P 904-.000-0P 1 8 7 10 0.018
5 NC + 5 NO R (Ir) P 905-.000-0P 1 8 7 5 0.021

55 mm 1 NC + 1 NO R (Ir) S1 901-.000-00 8 6 13 0.013
2 NC + 2 NO R (Ir) S1 902-.000-00 8 6 7 0.014
3 NC + 3 NO R (Ir) S1 903-.000-00 8 6 9 0.015
4 NC + 4 NO R (Ir) S1 904-.000-00 8 6 10 0.019
5 NC + 5 NO R (Ir) S1 905-.000-00 8 6 5 0.022

67 mm 1 NC + 1 NO R (Ir) P 801-.000-0P 1 8 14 13 0.015
2 NC + 2 NO R (Ir) P 802-.000-0P 1 8 14 7 0.016
3 NC + 3 NO R (Ir) P 803-.000-0P 1 8 14 9 0.017
4 NC + 4 NO R (Ir) P 804-.000-0P 1 8 14 10 0.020
5 NC + 5 NO R (Ir) P 805-.000-0P 1 8 14 5 0.023

70 mm 1 NC + 1 NO R (Ir) S1 801-.000-00 8 13 13 0.015
2 NC + 2 NO R (Ir) S1 802-.000-00 8 13 7 0.016
3 NC + 3 NO R (Ir) S1 803-.000-00 8 13 9 0.017
4 NC + 4 NO R (Ir) S1 804-.000-00 8 13 10 0.021
5 NC + 5 NO R (Ir) S1 805-.000-00 8 13 5 0.024
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 45 mm
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Keylock switch actuator 2 positions 45 mm 
Standard lock B2 300

IP 40 42 mm 1 NC + 1 NO MA P A 771-.401-0P 1 9 29 47 0.022
C + A 761-.401-0P 1 9 29 47 0.022

M P A 781-.401-0P 1 9 29 41 0.022
2 NC + 2 NO MA P A 772-.401-0P 1 9 29 49 0.023

C + A 762-.401-0P 1 9 29 49 0.023
M P A 782-.401-0P 1 9 29 43 0.023

45 mm 1 NC + 1 NO MA S1 A 771-.401-00 9 22 47 0.022
C + A 761-.401-00 9 22 47 0.022

M S1 A 781-.401-00 9 22 41 0.022
2 NC + 2 NO MA S1 A 772-.401-00 9 22 49 0.023

C + A 762-.401-00 9 22 49 0.023
M S1 A 782-.401-00 9 22 43 0.023

IP 65 42 mm 1 NC + 1 NO MA P A 771-.401-WP 1 10 29 47 0.022
C + A 761-.401-WP 1 10 29 47 0.022

M P A 781-.401-WP 1 10 29 41 0.022
2 NC + 2 NO MA P A 772-.401-WP 1 10 29 49 0.023

C + A 762-.401-WP 1 10 29 49 0.023
M P A 782-.401-WP 1 10 29 43 0.023

45 mm 1 NC + 1 NO MA S1 A 771-.401-W0 10 22 47 0.022
C + A 761-.401-W0 10 22 47 0.022

M S1 A 781-.401-W0 10 22 41 0.022
2 NC + 2 NO MA S1 A 772-.401-W0 10 22 49 0.023

C + A 762-.401-W0 10 22 49 0.023
M S1 A 782-.401-W0 10 22 43 0.023

Maintained
90 °

Momentary
60 °



SwisstacDevices raised mounting
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Keylock switch actuator 2 positions 55 mm
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Keylock switch actuator 2 positions 55 mm 
Standard lock B2 300

IP 40 52 mm 1 NC + 1 NO MA P A 921-.401-0P 1 9 27 52 0.024
C + A 911-.401-0P 1 9 27 52 0.024

M P A 931-.401-0P 1 9 27 46 0.024
2 NC + 2 NO MA P A 922-.401-0P 1 9 27 49 0.025

C + A 912-.401-0P 1 9 27 49 0.025
M P A 932-.401-0P 1 9 27 43 0.025

3 NC + 3 NO MA P A 923-.401-0P 1 9 27 50 0.026
C + A 913-.401-0P 1 9 27 50 0.026

M P A 933-.401-0P 1 9 27 44 0.026
4 NC + 4 NO MA P A 924-.401-0P 1 9 27 51 0.029

C + A 914-.401-0P 1 9 27 51 0.029
M P A 934-.401-0P 1 9 27 45 0.029

5 NC + 5 NO MA P A 925-.401-0P 1 9 27 48 0.032
C + A 915-.401-0P 1 9 27 48 0.032

M P A 935-.401-0P 1 9 27 42 0.032
55 mm 1 NC + 1 NO MA S1 A 921-.401-00 9 20 52 0.024

C + A 911-.401-00 9 20 52 0.024
M S1 A 931-.401-00 9 20 46 0.024

2 NC + 2 NO MA S1 A 922-.401-00 9 20 49 0.025
C + A 912-.401-00 9 20 49 0.025

M S1 A 932-.401-00 9 20 43 0.025
3 NC + 3 NO MA S1 A 923-.401-00 9 20 50 0.027

C + A 913-.401-00 9 20 50 0.027
M S1 A 933-.401-00 9 20 44 0.027

4 NC + 4 NO MA S1 A 924-.401-00 9 20 51 0.030
C + A 914-.401-00 9 20 51 0.030

M S1 A 934-.401-00 9 20 45 0.030
5 NC + 5 NO MA S1 A 925-.401-00 9 20 48 0.033

C + A 915-.401-00 9 20 48 0.033
M S1 A 935-.401-00 9 20 42 0.033

Maintained
90 °

Momentary
60 °
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Continued from previous page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 55 mm 
Standard lock B2 300

IP 65 52 mm 1 NC + 1 NO MA P A 921-.401-WP 1 10 27 52 0.024
C + A 911-.401-WP 1 10 27 52 0.024

M P A 931-.401-WP 1 10 27 46 0.024
2 NC + 2 NO MA P A 922-.401-WP 1 10 27 49 0.025

C + A 912-.401-WP 1 10 27 49 0.025
M P A 932-.401-WP 1 10 27 43 0.025

3 NC + 3 NO MA P A 923-.401-WP 1 10 27 50 0.026
C + A 913-.401-WP 1 10 27 50 0.026

M P A 933-.401-WP 1 10 27 44 0.026
4 NC + 4 NO MA P A 924-.401-WP 1 10 27 51 0.029

C + A 914-.401-WP 1 10 27 51 0.029
M P A 934-.401-WP 1 10 27 45 0.029

5 NC + 5 NO MA P A 925-.401-WP 1 10 27 48 0.032
C + A 915-.401-WP 1 10 27 48 0.032

M P A 935-.401-WP 1 10 27 42 0.032
55 mm 1 NC + 1 NO MA S1 A 921-.401-W0 10 20 52 0.024

C + A 911-.401-W0 10 20 52 0.024
M S1 A 931-.401-W0 10 20 46 0.024

2 NC + 2 NO MA S1 A 922-.401-W0 10 20 49 0.025
C + A 912-.401-W0 10 20 49 0.025

M S1 A 932-.401-W0 10 20 43 0.025
3 NC + 3 NO MA S1 A 923-.401-W0 10 20 50 0.027

C + A 913-.401-W0 10 20 50 0.027
M S1 A 933-.401-W0 10 20 44 0.027

4 NC + 4 NO MA S1 A 924-.401-W0 10 20 51 0.030
C + A 914-.401-W0 10 20 51 0.030

M S1 A 934-.401-W0 10 20 45 0.030
5 NC + 5 NO MA S1 A 925-.401-W0 10 20 48 0.033

C + A 915-.401-W0 10 20 48 0.033
M S1 A 935-.401-W0 10 20 42 0.033
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Maintained
90 °

Momentary
60 °
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Keylock switch actuator 2 positions 70 mm
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Keylock switch actuator 2 positions 70 mm 
Standard lock B2 300

IP 40 67 mm 1 NC + 1 NO MA P A 821-.401-0P 1 9 53 52 0.026
C + A 811-.401-0P 1 9 53 52 0.026

M P A 831-.401-0P 1 9 53 46 0.026
2 NC + 2 NO MA P A 822-.401-0P 1 9 53 49 0.027

C + A 812-.401-0P 1 9 53 49 0.027
M P A 832-.401-0P 1 9 53 43 0.027

3 NC + 3 NO MA P A 823-.401-0P 1 9 53 50 0.028
C + A 813-.401-0P 1 9 53 50 0.028

M P A 833-.401-0P 1 9 53 44 0.028
4 NC + 4 NO MA P A 824-.401-0P 1 9 53 51 0.031

C + A 814-.401-0P 1 9 53 51 0.031
M P A 834-.401-0P 1 9 53 45 0.031

5 NC + 5 NO MA P A 825-.401-0P 1 9 53 48 0.034
C + A 815-.401-0P 1 9 53 48 0.034

M P A 835-.401-0P 1 9 53 42 0.034
70 mm 1 NC + 1 NO MA S1 A 821-.401-00 9 52 52 0.026

C + A 811-.401-00 9 52 52 0.026
M S1 A 831-.401-00 9 52 46 0.026

2 NC + 2 NO MA S1 A 822-.401-00 9 52 49 0.027
C + A 812-.401-00 9 52 49 0.027

M S1 A 832-.401-00 9 52 43 0.027
3 NC + 3 NO MA S1 A 823-.401-00 9 52 50 0.029

C + A 813-.401-00 9 52 50 0.029
M S1 A 833-.401-00 9 52 44 0.029

4 NC + 4 NO MA S1 A 824-.401-00 9 52 51 0.032
C + A 814-.401-00 9 52 51 0.032

M S1 A 834-.401-00 9 52 45 0.032
5 NC + 5 NO MA S1 A 825-.401-00 9 52 48 0.035

C + A 815-.401-00 9 52 48 0.035
M S1 A 835-.401-00 9 52 42 0.035

Maintained
90 °

Momentary
60 °
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Continued from previous page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 70 mm 
Standard lock B2 300

IP 65 67 mm 1 NC + 1 NO MA P A 821-.401-WP 1 10 53 52 0.026
C + A 811-.401-WP 1 10 53 52 0.026

M P A 831-.401-WP 1 10 53 46 0.026
2 NC + 2 NO MA P A 822-.401-WP 1 10 53 49 0.027

C + A 812-.401-WP 1 10 53 49 0.027
M P A 832-.401-WP 1 10 53 43 0.027

3 NC + 3 NO MA P A 823-.401-WP 1 10 53 50 0.028
C + A 813-.401-WP 1 10 53 50 0.028

M P A 833-.401-WP 1 10 53 44 0.028
4 NC + 4 NO MA P A 824-.401-WP 1 10 53 51 0.031

C + A 814-.401-WP 1 10 53 51 0.031
M P A 834-.401-WP 1 10 53 45 0.031

5 NC + 5 NO MA P A 825-.401-WP 1 10 53 48 0.034
C + A 815-.401-WP 1 10 53 48 0.034

M P A 835-.401-WP 1 10 53 42 0.034
70 mm 1 NC + 1 NO MA S1 A 821-.401-W0 10 52 52 0.026

C + A 811-.401-W0 10 52 52 0.026
M S1 A 831-.401-W0 10 52 46 0.026

2 NC + 2 NO MA S1 A 822-.401-W0 10 52 49 0.027
C + A 812-.401-W0 10 52 49 0.027

M S1 A 832-.401-W0 10 52 43 0.027
3 NC + 3 NO MA S1 A 823-.401-W0 10 52 50 0.029

C + A 813-.401-W0 10 52 50 0.029
M S1 A 833-.401-W0 10 52 44 0.029

4 NC + 4 NO MA S1 A 824-.401-W0 10 52 51 0.032
C + A 814-.401-W0 10 52 51 0.032

M S1 A 834-.401-W0 10 52 45 0.032
5 NC + 5 NO MA S1 A 825-.401-W0 10 52 48 0.035

C + A 815-.401-W0 10 52 48 0.035
M S1 A 835-.401-W0 10 52 42 0.035
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Maintained
90 °

Momentary
60 °



SwisstacDevices raised mounting
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 3 positions page 59
Continuation see next page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 3 positions 45 mm
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Keylock switch actuator 3 positions 
45 mm 
Standard lock B2 300

IP 40 42 mm 2 NC + 2 NO 0-MA-MA P B + A + C 722-.401-0P 1 9 29 40 0.023
MA-0-MA P B + A + C 712-.401-0P 1 9 29 40 0.023
MA-0-M P B + A 742-.401-0P 1 9 29 39 0.023
M-0-MA P C + A 752-.401-0P 1 9 29 38 0.023
M-0-M P A 732-.401-0P 1 9 29 37 0.023

45 mm 2 NC + 2 NO 0-MA-MA S1 B + A + C 722-.401-00 9 22 40 0.023
MA-0-MA S1 B + A + C 712-.401-00 9 22 40 0.023
MA-0-M S1 B + A 742-.401-00 9 22 39 0.023
M-0-MA S1 C + A 752-.401-00 9 22 38 0.023
M-0-M S1 A 732-.401-00 9 22 37 0.023

IP 65 42 mm 2 NC + 2 NO 0-MA-MA P B + A + C 722-.401-WP 1 10 29 40 0.023
MA-0-MA P B + A + C 712-.401-WP 1 10 29 40 0.023
MA-0-M P B + A 742-.401-WP 1 10 29 39 0.023
M-0-MA P C + A 752-.401-WP 1 10 29 38 0.023
M-0-M P A 732-.401-WP 1 10 29 37 0.023

45 mm 2 NC + 2 NO 0-MA-MA S1 B + A + C 722-.401-W0 10 22 40 0.023
MA-0-MA S1 B + A + C 712-.401-W0 10 22 40 0.023
MA-0-M S1 B + A 742-.401-W0 10 22 39 0.023
M-0-MA S1 C + A 752-.401-W0 10 22 38 0.023
M-0-M S1 A 732-.401-W0 10 22 37 0.023



SwisstacDevices raised mounting

23
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Lever page 60
Continuation see next page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 2 positions 45 mm
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Selector switch actuator 2 positions 45 mm IP 40 42 mm 1 NC + 1 NO MA P 761-.700-0P 1 1 30 26 0.011
M P 781-.700-0P 1 1 30 20 0.011

2 NC + 2 NO MA P 762-.700-0P 1 1 30 28 0.012
M P 782-.700-0P 1 1 30 22 0.012

45 mm 1 NC + 1 NO MA S1 761-.700-00 1 23 26 0.011
M S1 781-.700-00 1 23 20 0.011

2 NC + 2 NO MA S1 762-.700-00 1 23 28 0.012
M S1 782-.700-00 1 23 22 0.012

IP 65 42 mm 1 NC + 1 NO MA P 761-.700-WP 1 2 30 26 0.011
M P 781-.700-WP 1 2 30 20 0.011

2 NC + 2 NO MA P 762-.700-WP 1 2 30 28 0.012
M P 782-.700-WP 1 2 30 22 0.012

45 mm 1 NC + 1 NO MA S1 761-.700-W0 2 23 26 0.011
M S1 781-.700-W0 2 23 20 0.011

2 NC + 2 NO MA S1 762-.700-W0 2 23 28 0.012
M S1 782-.700-W0 2 23 22 0.012

Maintained
90 °

Momentary
60 °
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Lever page 60
Continuation see next page

Selector switch actuator 2 positions 55 mm
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Selector switch actuator 2 positions 55 mm IP 40 52 mm 1 NC + 1 NO MA P 911-.700-0P 1 1 28 31 0.013
M P 931-.700-0P 1 1 28 25 0.013

2 NC + 2 NO MA P 912-.700-0P 1 1 28 28 0.014
M P 932-.700-0P 1 1 28 22 0.014

3 NC + 3 NO MA P 913-.700-0P 1 1 28 29 0.015
M P 933-.700-0P 1 1 28 23 0.015

4 NC + 4 NO MA P 914-.700-0P 1 1 28 30 0.018
M P 934-.700-0P 1 1 28 24 0.018

5 NC + 5 NO MA P 915-.700-0P 1 1 28 27 0.022
M P 935-.700-0P 1 1 28 21 0.022

55 mm 1 NC + 1 NO MA S1 911-.700-00 1 21 31 0.013
M S1 931-.700-00 1 21 25 0.013

2 NC + 2 NO MA S1 912-.700-00 1 21 28 0.014
M S1 932-.700-00 1 21 22 0.014

3 NC + 3 NO MA S1 913-.700-00 1 21 29 0.015
M S1 933-.700-00 1 21 23 0.015

4 NC + 4 NO MA S1 914-.700-00 1 21 30 0.019
M S1 934-.700-00 1 21 24 0.019

5 NC + 5 NO MA S1 915-.700-00 1 21 27 0.023
M S1 935-.700-00 1 21 21 0.023

Maintained
90 °

Momentary
60 °
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Continued from previous page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 2 positions 55 mm IP 65 52 mm 1 NC + 1 NO MA P 911-.700-WP 1 2 28 31 0.013
M P 931-.700-WP 1 2 28 25 0.013

2 NC + 2 NO MA P 912-.700-WP 1 2 28 28 0.014
M P 932-.700-WP 1 2 28 22 0.014

3 NC + 3 NO MA P 913-.700-WP 1 2 28 29 0.015
M P 933-.700-WP 1 2 28 23 0.015

4 NC + 4 NO MA P 914-.700-WP 1 2 28 30 0.018
M P 934-.700-WP 1 2 28 24 0.018

5 NC + 5 NO MA P 915-.700-WP 1 2 28 27 0.022
M P 935-.700-WP 1 2 28 21 0.022

55 mm 1 NC + 1 NO MA S1 911-.700-W0 2 21 31 0.013
M S1 931-.700-W0 2 21 25 0.013

2 NC + 2 NO MA S1 912-.700-W0 2 21 28 0.014
M S1 932-.700-W0 2 21 22 0.014

3 NC + 3 NO MA S1 913-.700-W0 2 21 29 0.015
M S1 933-.700-W0 2 21 23 0.015

4 NC + 4 NO MA S1 914-.700-W0 2 21 30 0.019
M S1 934-.700-W0 2 21 24 0.019

5 NC + 5 NO MA S1 915-.700-W0 2 21 27 0.023
M S1 935-.700-W0 2 21 21 0.023
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Maintained
90 °

Momentary
60 °
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Lever page 60
Continuation see next page

Selector switch actuator 2 positions 70 mm
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Selector switch actuator 2 positions 70 mm IP 40 67 mm 1 NC + 1 NO MA P 811-.700-0P 1 1 55 31 0.015
M P 831-.700-0P 1 1 55 25 0.015

2 NC + 2 NO MA P 812-.700-0P 1 1 55 28 0.016
M P 832-.700-0P 1 1 55 22 0.016

3 NC + 3 NO MA P 813-.700-0P 1 1 55 29 0.017
M P 833-.700-0P 1 1 55 23 0.017

4 NC + 4 NO MA P 814-.700-0P 1 1 55 30 0.020
M P 834-.700-0P 1 1 55 24 0.020

5 NC + 5 NO MA P 815-.700-0P 1 1 55 27 0.024
M P 835-.700-0P 1 1 55 21 0.024

70 mm 1 NC + 1 NO MA S1 811-.700-00 1 54 31 0.015
M S1 831-.700-00 1 54 25 0.015

2 NC + 2 NO MA S1 812-.700-00 1 54 28 0.016
M S1 832-.700-00 1 54 22 0.016

3 NC + 3 NO MA S1 813-.700-00 1 54 29 0.017
M S1 833-.700-00 1 54 23 0.017

4 NC + 4 NO MA S1 814-.700-00 1 54 30 0.021
M S1 834-.700-00 1 54 24 0.021

5 NC + 5 NO MA S1 815-.700-00 1 54 27 0.025
M S1 835-.700-00 1 54 21 0.025

Maintained
90 °

Momentary
60 °
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Continued from previous page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 2 positions 70 mm IP 65 67 mm 1 NC + 1 NO MA P 811-.700-WP 1 2 55 31 0.015
M P 831-.700-WP 1 2 55 25 0.015

2 NC + 2 NO MA P 812-.700-WP 1 2 55 28 0.016
M P 832-.700-WP 1 2 55 22 0.016

3 NC + 3 NO MA P 813-.700-WP 1 2 55 29 0.017
M P 833-.700-WP 1 2 55 23 0.017

4 NC + 4 NO MA P 814-.700-WP 1 2 55 30 0.020
M P 834-.700-WP 1 2 55 24 0.020

5 NC + 5 NO MA P 815-.700-WP 1 2 55 27 0.024
M P 835-.700-WP 1 2 55 21 0.024

70 mm 1 NC + 1 NO MA S1 811-.700-W0 2 54 31 0.015
M S1 831-.700-W0 2 54 25 0.015

2 NC + 2 NO MA S1 812-.700-W0 2 54 28 0.016
M S1 832-.700-W0 2 54 22 0.016

3 NC + 3 NO MA S1 813-.700-W0 2 54 29 0.017
M S1 833-.700-W0 2 54 23 0.017

4 NC + 4 NO MA S1 814-.700-W0 2 54 30 0.021
M S1 834-.700-W0 2 54 24 0.021

5 NC + 5 NO MA S1 815-.700-W0 2 54 27 0.025
M S1 835-.700-W0 2 54 21 0.025
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Maintained
90 °

Momentary
60 °
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 3 positions page 59
d Lever page 60
Continuation see next page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 3 positions 45 mm
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Selector switch actuator 3 positions 45 mm IP 40 42 mm 2 NC + 2 NO 0-MA-MA P 722-.700-0P 1 1 30 19 0.012
MA-0-MA P 712-.700-0P 1 1 30 19 0.012
MA-0-M P 742-.700-0P 1 1 30 18 0.012
M-0-MA P 752-.700-0P 1 1 30 17 0.012
M-0-M P 732-.700-0P 1 1 30 16 0.012

45 mm 2 NC + 2 NO 0-MA-MA S1 722-.700-00 1 23 19 0.012
MA-0-MA S1 712-.700-00 1 23 19 0.012
MA-0-M S1 742-.700-00 1 23 18 0.012
M-0-MA S1 752-.700-00 1 23 17 0.012
M-0-M S1 732-.700-00 1 23 16 0.012

IP 65 42 mm 2 NC + 2 NO 0-MA-MA P 722-.700-WP 1 2 30 19 0.012
MA-0-MA P 712-.700-WP 1 2 30 19 0.012
MA-0-M P 742-.700-WP 1 2 30 18 0.012
M-0-MA P 752-.700-WP 1 2 30 17 0.012
M-0-M P 732-.700-WP 1 2 30 16 0.012

45 mm 2 NC + 2 NO 0-MA-MA S1 722-.700-W0 2 23 19 0.012
MA-0-MA S1 712-.700-W0 2 23 19 0.012
MA-0-M S1 742-.700-W0 2 23 18 0.012
M-0-MA S1 752-.700-W0 2 23 17 0.012
M-0-M S1 732-.700-W0 2 23 16 0.012
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Essential Accessories:
d Push-pull knob page 61
d Single-LED page 70
Continuation see next page

Contacts: NC = Normally closed, NO = Normally open
Switching action: M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Illuminated push-pull pushbutton actuator 45 mm
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Illuminated push-pull pushbutton 
actuator 45 mm 
Lampholder T1 3/4 MG

IP 40 51 mm 2 NC + 2 NO M-0-M P Plastic black 792-2000-0P 1 13 32 59 0.015
Plastic grey 792-1000-0P 1 13 32 59 0.015

54 mm 2 NC + 2 NO M-0-M S1 Plastic black 792-2000-00 13 25 59 0.015
Plastic grey 792-1000-00 13 25 59 0.015
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Protection degree IP 40/IP 65 is determined by front bezel and lens
Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Switching action: M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7
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Illuminated pushbutton actutor 55 - 70 mm, momemtary, 
switch interlock system variants 1, 3 - 7 
Lampholder T1 3/4 MG

52 mm 1 NC + 1 NO M P 981-.000-0P 1 7 8 60 0.013
2 NC + 2 NO M P 982-.000-0P 1 7 8 61 0.014
3 NC + 3 NO M P 983-.000-0P 1 7 8 62 0.014
4 NC + 4 NO M P 984-.000-0P 1 7 8 63 0.018
5 NC + 5 NO M P 985-.000-0P 1 7 8 64 0.021

55 mm 1 NC + 1 NO M S1 981-.000-00 7 4 60 0.013
2 NC + 2 NO M S1 982-.000-00 7 4 61 0.014
3 NC + 3 NO M S1 983-.000-00 7 4 62 0.015
4 NC + 4 NO M S1 984-.000-00 7 4 63 0.019
5 NC + 5 NO M S1 985-.000-00 7 4 64 0.022

Lampholder T5.5 67 mm 1 NC + 1 NO M P 881-.000-0P 1 7 12 60 0.015
2 NC + 2 NO M P 882-.000-0P 1 7 12 61 0.016
3 NC + 3 NO M P 883-.000-0P 1 7 12 62 0.017
4 NC + 4 NO M P 884-.000-0P 1 7 12 63 0.020
5 NC + 5 NO M P 885-.000-0P 1 7 12 64 0.023

70 mm 1 NC + 1 NO M S1 881-.000-00 7 11 60 0.015
2 NC + 2 NO M S1 882-.000-00 7 11 61 0.016
3 NC + 3 NO M S1 883-.000-00 7 11 62 0.017
4 NC + 4 NO M S1 884-.000-00 7 11 63 0.021
5 NC + 5 NO M S1 885-.000-00 7 11 64 0.024
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Protection degree IP 40/IP 65 is determined by front bezel and lens
Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Switching action: R (Ir) = Maintained action (switchable to momentary action)
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Illuminated pushbutton actuator 55 - 70 mm, maintained, switch interlock system variant 2
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Illuminated pushbutton actuator 55 - 70 mm, maintained, 
switch interlock system variant 2 
Lampholder T1 3/4 MG

52 mm 1 NC + 1 NO R (Ir) P 901-.000-0P 1 7 8 14 0.013
2 NC + 2 NO R (Ir) P 902-.000-0P 1 7 8 8 0.014
3 NC + 3 NO R (Ir) P 903-.000-0P 1 7 8 12 0.014
4 NC + 4 NO R (Ir) P 904-.000-0P 1 7 8 11 0.018
5 NC + 5 NO R (Ir) P 905-.000-0P 1 7 8 6 0.021

55 mm 1 NC + 1 NO R (Ir) S1 901-.000-00 7 4 14 0.013
2 NC + 2 NO R (Ir) S1 902-.000-00 7 4 8 0.014
3 NC + 3 NO R (Ir) S1 903-.000-00 7 4 12 0.015
4 NC + 4 NO R (Ir) S1 904-.000-00 7 4 11 0.019
5 NC + 5 NO R (Ir) S1 905-.000-00 7 4 6 0.022

Lampholder T5.5 67 mm 1 NC + 1 NO R (Ir) P 801-.000-0P 1 7 12 14 0.015
2 NC + 2 NO R (Ir) P 802-.000-0P 1 7 12 8 0.016
3 NC + 3 NO R (Ir) P 803-.000-0P 1 7 12 12 0.017
4 NC + 4 NO R (Ir) P 804-.000-0P 1 7 12 11 0.020
5 NC + 5 NO R (Ir) P 805-.000-0P 1 7 12 6 0.023

70 mm 1 NC + 1 NO R (Ir) S1 801-.000-00 7 11 14 0.015
2 NC + 2 NO R (Ir) S1 802-.000-00 7 11 8 0.016
3 NC + 3 NO R (Ir) S1 803-.000-00 7 11 12 0.017
4 NC + 4 NO R (Ir) S1 804-.000-00 7 11 11 0.021
5 NC + 5 NO R (Ir) S1 805-.000-00 7 11 6 0.024
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Protection degree IP 40/IP 65 is determined by front bezel and lens
Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Switching action: M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Release button actuator 55 - 70 mm, momentary, switch interlock system variants 4 - 7
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Release button actuator 55 - 70 mm, momentary, switch 
interlock system variants 4 - 7 
Lampholder T1 3/4 MG

52 mm 0 NC + 0 NO M P 940-.000-0P 1 7 8 0.012
1 NC + 1 NO M P 941-.000-0P 1 7 8 60 0.013
2 NC + 2 NO M P 942-.000-0P 1 7 8 61 0.014
3 NC + 3 NO M P 943-.000-0P 1 7 8 62 0.014
4 NC + 4 NO M P 944-.000-0P 1 7 8 63 0.018
5 NC + 5 NO M P 945-.000-0P 1 7 8 64 0.021

55 mm 0 NC + 0 NO M S1 940-.000-00 7 4 0.012
1 NC + 1 NO M S1 941-.000-00 7 4 60 0.013
2 NC + 2 NO M S1 942-.000-00 7 4 61 0.014
3 NC + 3 NO M S1 943-.000-00 7 4 62 0.015
4 NC + 4 NO M S1 944-.000-00 7 4 63 0.019
5 NC + 5 NO M S1 945-.000-00 7 4 64 0.022

Lampholder T5.5 67 mm 0 NC + 0 NO M P 840-.000-0P 1 7 12 0.014
1 NC + 1 NO M P 841-.000-0P 1 7 12 60 0.015
2 NC + 2 NO M P 842-.000-0P 1 7 12 61 0.016
3 NC + 3 NO M P 843-.000-0P 1 7 12 62 0.017
4 NC + 4 NO M P 844-.000-0P 1 7 12 63 0.020
5 NC + 5 NO M P 845-.000-0P 1 7 12 64 0.023

70 mm 0 NC + 0 NO M S1 840-.000-00 7 11 0.014
1 NC + 1 NO M S1 841-.000-00 7 11 60 0.015
2 NC + 2 NO M S1 842-.000-00 7 11 61 0.016
3 NC + 3 NO M S1 843-.000-00 7 11 62 0.017
4 NC + 4 NO M S1 844-.000-00 7 11 63 0.021
5 NC + 5 NO M S1 845-.000-00 7 11 64 0.024
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Keylock switch 2 postions actuator 55 - 70 mm, momentary, switch interlock system function 2
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Keylock switch 2 postions actuator 55 - 70 mm, 
momentary, switch interlock system function 2 
Standard lock B2 300

IP 40 52 mm 1 NC + 1 NO P M A 931-.401-0P 1 9 27 46 0.024
2 NC + 2 NO P M A 932-.401-0P 1 9 27 43 0.025
3 NC + 3 NO P M A 933-.401-0P 1 9 27 44 0.026
4 NC + 4 NO P M A 934-.401-0P 1 9 27 45 0.029
5 NC + 5 NO P M A 935-.401-0P 1 9 27 42 0.032

55 mm 1 NC + 1 NO S1 M A 931-.401-00 9 20 46 0.024
2 NC + 2 NO S1 M A 932-.401-00 9 20 43 0.025
3 NC + 3 NO S1 M A 933-.401-00 9 20 44 0.027
4 NC + 4 NO S1 M A 934-.401-00 9 20 45 0.030
5 NC + 5 NO S1 M A 935-.401-00 9 20 42 0.033

67 mm 1 NC + 1 NO P M A 831-.401-0P 1 9 53 46 0.026
2 NC + 2 NO P M A 832-.401-0P 1 9 53 43 0.027
3 NC + 3 NO P M A 833-.401-0P 1 9 53 44 0.028
4 NC + 4 NO P M A 834-.401-0P 1 9 53 45 0.031
5 NC + 5 NO P M A 835-.401-0P 1 9 53 42 0.034

70 mm 1 NC + 1 NO S1 M A 831-.401-00 9 52 46 0.026
2 NC + 2 NO S1 M A 832-.401-00 9 52 43 0.027
3 NC + 3 NO S1 M A 833-.401-00 9 52 44 0.029
4 NC + 4 NO S1 M A 834-.401-00 9 52 45 0.032
5 NC + 5 NO S1 M A 835-.401-00 9 52 42 0.035

IP 65 52 mm 1 NC + 1 NO P M A 931-.401-WP 1 10 27 46 0.024
2 NC + 2 NO P M A 932-.401-WP 1 10 27 43 0.025
3 NC + 3 NO P M A 933-.401-WP 1 10 27 44 0.026
4 NC + 4 NO P M A 934-.401-WP 1 10 27 45 0.029
5 NC + 5 NO P M A 935-.401-WP 1 10 27 42 0.032

55 mm 1 NC + 1 NO S1 M A 931-.401-W0 10 20 46 0.024
2 NC + 2 NO S1 M A 932-.401-W0 10 20 43 0.025
3 NC + 3 NO S1 M A 933-.401-W0 10 20 44 0.027
4 NC + 4 NO S1 M A 934-.401-W0 10 20 45 0.030
5 NC + 5 NO S1 M A 935-.401-W0 10 20 42 0.033

67 mm 1 NC + 1 NO P M A 831-.401-WP 1 10 53 46 0.026
2 NC + 2 NO P M A 832-.401-WP 1 10 53 43 0.027
3 NC + 3 NO P M A 833-.401-WP 1 10 53 44 0.028
4 NC + 4 NO P M A 834-.401-WP 1 10 53 45 0.031
5 NC + 5 NO P M A 835-.401-WP 1 10 53 42 0.034

70 mm 1 NC + 1 NO S1 M A 831-.401-W0 10 52 46 0.026
2 NC + 2 NO S1 M A 832-.401-W0 10 52 43 0.027
3 NC + 3 NO S1 M A 833-.401-W0 10 52 44 0.029
4 NC + 4 NO S1 M A 834-.401-W0 10 52 45 0.032
5 NC + 5 NO S1 M A 835-.401-W0 10 52 42 0.035

C

A

Momentary
60 °

Continuation see next page



SwisstacDevices raised mounting

34
02.2009

Continued from previous page
Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Switching action: M = Momentary action
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Keylock switch actuator 2 postions 55 mm, maintained, switch interlock system functions 1 and 3
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Keylock switch actuator 2 postions 55 mm, 
maintained, switch interlock system 
functions 1 and 3 
Standard lock B2 300

IP 40 52 mm 1 NC + 1 NO MA P A 921-.401-0P 1 9 27 52 0.024
C + A 911-.401-0P 1 9 27 52 0.024

2 NC + 2 NO MA P A 922-.401-0P 1 9 27 49 0.025
C + A 912-.401-0P 1 9 27 49 0.025

3 NC + 3 NO MA P A 923-.401-0P 1 9 27 50 0.026
C + A 913-.401-0P 1 9 27 50 0.026

4 NC + 4 NO MA P A 924-.401-0P 1 9 27 51 0.029
C + A 914-.401-0P 1 9 27 51 0.029

5 NC + 5 NO MA P A 925-.401-0P 1 9 27 48 0.032
C + A 915-.401-0P 1 9 27 48 0.032

55 mm 1 NC + 1 NO MA S1 A 921-.401-00 9 20 52 0.024
C + A 911-.401-00 9 20 52 0.024

2 NC + 2 NO MA S1 A 922-.401-00 9 20 49 0.025
C + A 912-.401-00 9 20 49 0.025

3 NC + 3 NO MA S1 A 923-.401-00 9 20 50 0.027
C + A 913-.401-00 9 20 50 0.027

4 NC + 4 NO MA S1 A 924-.401-00 9 20 51 0.030
C + A 914-.401-00 9 20 51 0.030

5 NC + 5 NO MA S1 A 925-.401-00 9 20 48 0.033
C + A 915-.401-00 9 20 48 0.033

IP 65 52 mm 1 NC + 1 NO MA P A 921-.401-WP 1 10 27 52 0.024
C + A 911-.401-WP 1 10 27 52 0.024

2 NC + 2 NO MA P A 922-.401-WP 1 10 27 49 0.025
C + A 912-.401-WP 1 10 27 49 0.025

3 NC + 3 NO MA P A 923-.401-WP 1 10 27 50 0.026
C + A 913-.401-WP 1 10 27 50 0.026

4 NC + 4 NO MA P A 924-.401-WP 1 10 27 51 0.029
C + A 914-.401-WP 1 10 27 51 0.029

5 NC + 5 NO MA P A 925-.401-WP 1 10 27 48 0.032
C + A 915-.401-WP 1 10 27 48 0.032

55 mm 1 NC + 1 NO MA S1 A 921-.401-W0 10 20 52 0.024
C + A 911-.401-W0 10 20 52 0.024

2 NC + 2 NO MA S1 A 922-.401-W0 10 20 49 0.025
C + A 912-.401-W0 10 20 49 0.025

3 NC + 3 NO MA S1 A 923-.401-W0 10 20 50 0.027
C + A 913-.401-W0 10 20 50 0.027

4 NC + 4 NO MA S1 A 924-.401-W0 10 20 51 0.030
C + A 914-.401-W0 10 20 51 0.030

5 NC + 5 NO MA S1 A 925-.401-W0 10 20 48 0.033
C + A 915-.401-W0 10 20 48 0.033

A

Maintain
90 °

C

Continuation see next page
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Continued from previous page
Other key remove and key lock number on request
Hint:
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99
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Actuators usable for front dimensions: b 24 x 24 mm | b 18 x 18 mm | a 18 x 24 mm | 24 mm dia. | 18 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
Continuation see next page

Keylock switch 2 postions actuator 70 mm, maintained, switch interlock system functions 1 and 3
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Keylock switch 2 postions actuator 70 mm, 
maintained, switch interlock system 
functions 1 and 3 
Standard lock B2 300

IP 40 67 mm 1 NC + 1 NO MA P A 821-.401-0P 1 9 53 52 0.026
C + A 811-.401-0P 1 9 53 52 0.026

2 NC + 2 NO MA P A 822-.401-0P 1 9 53 49 0.027
C + A 812-.401-0P 1 9 53 49 0.027

3 NC + 3 NO MA P A 823-.401-0P 1 9 53 50 0.028
C + A 813-.401-0P 1 9 53 50 0.028

4 NC + 4 NO MA P A 824-.401-0P 1 9 53 51 0.031
C + A 814-.401-0P 1 9 53 51 0.031

5 NC + 5 NO MA P A 825-.401-0P 1 9 53 48 0.034
C + A 815-.401-0P 1 9 53 48 0.034

70 mm 1 NC + 1 NO MA S1 A 821-.401-00 9 52 52 0.026
C + A 811-.401-00 9 52 52 0.026

2 NC + 2 NO MA S1 A 822-.401-00 9 52 49 0.027
C + A 812-.401-00 9 52 49 0.027

3 NC + 3 NO MA S1 A 823-.401-00 9 52 50 0.029
C + A 813-.401-00 9 52 50 0.029

4 NC + 4 NO MA S1 A 824-.401-00 9 52 51 0.032
C + A 814-.401-00 9 52 51 0.032

5 NC + 5 NO MA S1 A 825-.401-00 9 52 48 0.035
C + A 815-.401-00 9 52 48 0.035

IP 65 67 mm 1 NC + 1 NO MA P A 821-.401-WP 1 10 53 52 0.026
C + A 811-.401-WP 1 10 53 52 0.026

2 NC + 2 NO MA P A 822-.401-WP 1 10 53 49 0.027
C + A 812-.401-WP 1 10 53 49 0.027

3 NC + 3 NO MA P A 823-.401-WP 1 10 53 50 0.028
C + A 813-.401-WP 1 10 53 50 0.028

4 NC + 4 NO MA P A 824-.401-WP 1 10 53 51 0.031
C + A 814-.401-WP 1 10 53 51 0.031

5 NC + 5 NO MA P A 825-.401-WP 1 10 53 48 0.034
C + A 815-.401-WP 1 10 53 48 0.034

70 mm 1 NC + 1 NO MA S1 A 821-.401-W0 10 52 52 0.026
C + A 811-.401-W0 10 52 52 0.026

2 NC + 2 NO MA S1 A 822-.401-W0 10 52 49 0.027
C + A 812-.401-W0 10 52 49 0.027

3 NC + 3 NO MA S1 A 823-.401-W0 10 52 50 0.029
C + A 813-.401-W0 10 52 50 0.029

4 NC + 4 NO MA S1 A 824-.401-W0 10 52 51 0.032
C + A 814-.401-W0 10 52 51 0.032

5 NC + 5 NO MA S1 A 825-.401-W0 10 52 48 0.035
C + A 815-.401-W0 10 52 48 0.035

A

Maintain
90 °

C

Continuation see next page
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Continued from previous page
Other key remove and key lock number on request
Hint:
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Functions see part 'Switch interlock system'
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99
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Essential Accessories:
d Front bezel set, flush mounting page 62
d Lamp element block for 35 mm page 66
d Lens plastic for button 35 mm page 54
d Single-LED page 70
Continuation see next page

Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Front bezel set, flush mounting page 62
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

The indicators 55 mm and 70 mm are as long as the corresponding illuminated pushbuttons and fit to the PCB plug-in base and multi-plug housing
Terminals: S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm), P = PCB terminal
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Indicator actuator 35 mm, flush mounting
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Indicator actuator 35 mm, flush mounting 
Lampholder T1 3/4 MG

IP 40 690-4000-00 690-6000-00 690-2000-00 4 41 2 0.004
IP 65 690-4000-W0 690-6000-W0 690-2000-W0 4 41 2 0.005

Indicator actuator 30 - 70 mm, flush mounting 
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Indicator actuator 30 - 70 mm, flush mounting  
Lampholder T1 3/4 MG

39 mm S1 990-.000-K0 4 46 2 0.004
61 mm P 990-.000-0P 1 4 48 2 0.007
64 mm S1 990-.000-00 4 47 2 0.007

Lampholder T5.5 54 mm S1 890-.000-K0 4 49 2 0.006
76 mm P 890-.000-0P 1 4 51 2 0.010
79 mm S1 890-.000-00 4 50 2 0.010
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Essential Accessories:
d Buzzer element page 60
d Front bezel for Buzzer for 30- 55 mm page 62
d Front bezel set Buzzer, flush mounting page 62
Continuation see next page

The buzzer 55 mm is as long as the corresponding illuminated pushbutton and fits to the PCB plug-in base and multi plug housing
Terminals: S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm), P = PCB terminal
Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Essential Accessories:
d Lens plastic for button 35 mm page 54
d Single-LED page 70
d Snap-action switching element block for 35 mm page 66
Continuation see next page

Switching action: R (Ir) = Maintained action (switchable to momentary action), M = Momentary action
Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Buzzer actuator 30 - 55 mm, flush mounting 
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Buzzer actuator 30 - 55 mm, flush mounting  
Buzzer socket T1 3/4 MG

IP 40 39 mm S1 970-.000-K0 12 46 1 0.004
61 mm P 970-.000-0P 12 48 1 0.007
64 mm S1 970-.000-00 12 47 1 0.007

Illuminated pushbutton actuator 35 mm, flush mounting
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Illuminated pushbutton actuator 35 mm, flush 
mounting 
Lampholder T1 3/4 MG

IP 40 R (Ir) 600-4000-00 600-6000-00 600-2000-00 4 41 15 0.004
M 680-4000-00 680-6000-00 680-2000-00 4 41 32 0.004

IP 65 R (Ir) 600-4000-W0 600-6000-W0 600-2000-W0 4 41 15 0.005
M 680-4000-W0 680-6000-W0 680-2000-W0 4 41 32 0.005
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Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for buttons 30 - 70 mm and 55 - 70 mm page 61
d Front bezel set, flush mounting page 62
d Lens plastic for buttons 30 - 70 mm and 55 - 70 mm page 55
d Single-LED page 70
Continuation see next page

Switching action: R (Ir) = Maintained action (switchable to momentary action)
Contacts: NC = Normally closed, NO = Normally open
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Illuminated pushbutton actuator 55 - 70 mm, flush mounting 
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Illuminated pushbutton actuator 55 - 70 mm, flush 
mounting  
Lampholder T1 3/4 MG

IP 40 61 mm R (Ir) 1 NC + 1 NO P 901-.000-0P 1 4 43 14 0.013
2 NC + 2 NO P 902-.000-0P 1 4 43 8 0.014
3 NC + 3 NO P 903-.000-0P 1 4 43 12 0.014
4 NC + 4 NO P 904-.000-0P 1 4 43 11 0.018
5 NC + 5 NO P 905-.000-0P 1 4 43 6 0.021

64 mm R (Ir) 1 NC + 1 NO S1 901-.000-00 4 42 14 0.013
2 NC + 2 NO S1 902-.000-00 4 42 8 0.014
3 NC + 3 NO S1 903-.000-00 4 42 12 0.015
4 NC + 4 NO S1 904-.000-00 4 42 11 0.019
5 NC + 5 NO S1 905-.000-00 4 42 6 0.022

Lampholder T5.5 IP 40 76 mm R (Ir) 1 NC + 1 NO P 801-.000-0P 1 4 45 14 0.015
2 NC + 2 NO P 802-.000-0P 1 4 45 8 0.016
3 NC + 3 NO P 803-.000-0P 1 4 45 12 0.017
4 NC + 4 NO P 804-.000-0P 1 4 45 11 0.020
5 NC + 5 NO P 805-.000-0P 1 4 45 6 0.023

79 mm R (Ir) 1 NC + 1 NO S1 801-.000-00 4 44 14 0.015
2 NC + 2 NO S1 802-.000-00 4 44 8 0.016
3 NC + 3 NO S1 803-.000-00 4 44 12 0.017
4 NC + 4 NO S1 804-.000-00 4 44 11 0.021
5 NC + 5 NO S1 805-.000-00 4 44 6 0.024
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Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Front bezel set, flush mounting page 62
Continuation see next page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 45 mm, flush mounting 
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Keylock switch actuator 2 positions 45 mm, 
flush mounting  
Standard lock B2 300

IP 40 51 mm 1 NC + 1 NO MA P A 771-.401-0P 1 4 57 47 0.022
C + A 761-.401-0P 1 4 57 47 0.022

M P A 781-.401-0P 1 4 57 41 0.022
2 NC + 2 NO MA P A 772-.401-0P 1 4 57 49 0.023

C + A 762-.401-0P 1 4 57 49 0.023
M P A 782-.401-0P 1 4 57 43 0.023

54 mm 1 NC + 1 NO MA S1 A 771-.401-00 4 56 47 0.022
C + A 761-.401-00 4 56 47 0.022

M S1 A 781-.401-00 4 56 41 0.022
2 NC + 2 NO MA S1 A 772-.401-00 4 56 49 0.023

C + A 762-.401-00 4 56 49 0.023
M S1 A 782-.401-00 4 56 43 0.023

IP 65 51 mm 1 NC + 1 NO MA P A 771-.401-WP 1 4 57 47 0.022
C + A 761-.401-WP 1 4 57 47 0.022

M P A 781-.401-WP 1 4 57 41 0.022
2 NC + 2 NO MA P A 772-.401-WP 1 4 57 49 0.023

C + A 762-.401-WP 1 4 57 49 0.023
M P A 782-.401-WP 1 4 57 43 0.023

54 mm 1 NC + 1 NO MA S1 A 771-.401-W0 4 56 47 0.022
C + A 761-.401-W0 4 56 47 0.022

M S1 A 781-.401-W0 4 56 41 0.022
2 NC + 2 NO MA S1 A 772-.401-W0 4 56 49 0.023

C + A 762-.401-W0 4 56 49 0.023
M S1 A 782-.401-W0 4 56 43 0.023

Maintained
90 °

Momentary
60 °
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Front bezel set, flush mounting page 62
Continuation see next page

Keylock switch actuator 2 positions 55 mm, flush mounting 
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Keylock switch actuator 2 positions 55 mm, 
flush mounting  
Standard lock B2 300

IP 40 61 mm 1 NC + 1 NO MA P A 921-.401-0P 1 4 59 52 0.024
C + A 911-.401-0P 1 4 59 52 0.024

M P A 931-.401-0P 1 4 59 46 0.024
2 NC + 2 NO MA P A 922-.401-0P 1 4 59 49 0.025

C + A 912-.401-0P 1 4 59 49 0.025
M P A 932-.401-0P 1 4 59 43 0.025

3 NC + 3 NO MA P A 923-.401-0P 1 4 59 50 0.026
C + A 913-.401-0P 1 4 59 50 0.026

M P A 933-.401-0P 1 4 59 44 0.026
4 NC + 4 NO MA P A 924-.401-0P 1 4 59 51 0.029

C + A 914-.401-0P 1 4 59 51 0.029
M P A 934-.401-0P 1 4 59 45 0.029

5 NC + 5 NO MA P A 925-.401-0P 1 4 59 48 0.032
C + A 915-.401-0P 1 4 59 48 0.032

M P A 935-.401-0P 1 4 59 42 0.032
64 mm 1 NC + 1 NO MA S1 A 921-.401-00 4 58 52 0.024

C + A 911-.401-00 4 58 52 0.024
M S1 A 931-.401-00 4 58 46 0.024

2 NC + 2 NO MA S1 A 922-.401-00 4 58 49 0.025
C + A 912-.401-00 4 58 49 0.025

M S1 A 932-.401-00 4 58 43 0.025
3 NC + 3 NO MA S1 A 923-.401-00 4 58 50 0.027

C + A 913-.401-00 4 58 50 0.027
M S1 A 933-.401-00 4 58 44 0.027

4 NC + 4 NO MA S1 A 924-.401-00 4 58 51 0.030
C + A 914-.401-00 4 58 51 0.030

M S1 A 934-.401-00 4 58 45 0.030
5 NC + 5 NO MA S1 A 925-.401-00 4 58 48 0.033

C + A 915-.401-00 4 58 48 0.033
M S1 A 935-.401-00 4 58 42 0.033

Maintained
90 °

Momentary
60 °
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Continued from previous page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 55 mm, 
flush mounting  
Standard lock B2 300

IP 65 61 mm 1 NC + 1 NO MA P A 921-.401-WP 1 4 59 52 0.024
C + A 911-.401-WP 1 4 59 52 0.024

M P A 931-.401-WP 1 4 59 46 0.024
2 NC + 2 NO MA P A 922-.401-WP 1 4 59 49 0.025

C + A 912-.401-WP 1 4 59 49 0.025
M P A 932-.401-WP 1 4 59 43 0.025

3 NC + 3 NO MA P A 923-.401-WP 1 4 59 50 0.026
C + A 913-.401-WP 1 4 59 50 0.026

M P A 933-.401-WP 1 4 59 44 0.026
4 NC + 4 NO MA P A 924-.401-WP 1 4 59 51 0.029

C + A 914-.401-WP 1 4 59 51 0.029
M P A 934-.401-WP 1 4 59 45 0.029

5 NC + 5 NO MA P A 925-.401-WP 1 4 59 48 0.032
C + A 915-.401-WP 1 4 59 48 0.032

M P A 935-.401-WP 1 4 59 42 0.032
64 mm 1 NC + 1 NO MA S1 A 921-.401-W0 4 58 52 0.024

C + A 911-.401-W0 4 58 52 0.024
M S1 A 931-.401-W0 4 58 46 0.024

2 NC + 2 NO MA S1 A 922-.401-W0 4 58 49 0.025
C + A 912-.401-W0 4 58 49 0.025

M S1 A 932-.401-W0 4 58 43 0.025
3 NC + 3 NO MA S1 A 923-.401-W0 4 58 50 0.027

C + A 913-.401-W0 4 58 50 0.027
M S1 A 933-.401-W0 4 58 44 0.027

4 NC + 4 NO MA S1 A 924-.401-W0 4 58 51 0.030
C + A 914-.401-W0 4 58 51 0.030

M S1 A 934-.401-W0 4 58 45 0.030
5 NC + 5 NO MA S1 A 925-.401-W0 4 58 48 0.033

C + A 915-.401-W0 4 58 48 0.033
M S1 A 935-.401-W0 4 58 42 0.033
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Maintained
90 °

Momentary
60 °
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Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Front bezel set, flush mounting page 62
Continuation see next page

Keylock switch actuator 2 positions 70 mm, flush mounting 
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Keylock switch actuator 2 positions 70 mm, 
flush mounting  
Standard lock B2 300

IP 40 76 mm 1 NC + 1 NO MA P A 821-.401-0P 1 4 61 52 0.026
C + A 811-.401-0P 1 4 61 52 0.026

M P A 831-.401-0P 1 4 61 46 0.026
2 NC + 2 NO MA P A 822-.401-0P 1 4 61 49 0.027

C + A 812-.401-0P 1 4 61 49 0.027
M P A 832-.401-0P 1 4 61 43 0.027

3 NC + 3 NO MA P A 823-.401-0P 1 4 61 50 0.028
C + A 813-.401-0P 1 4 61 50 0.028

M P A 833-.401-0P 1 4 61 44 0.028
4 NC + 4 NO MA P A 824-.401-0P 1 4 61 51 0.031

C + A 814-.401-0P 1 4 61 51 0.031
M P A 834-.401-0P 1 4 61 45 0.031

5 NC + 5 NO MA P A 825-.401-0P 1 4 61 48 0.034
C + A 815-.401-0P 1 4 61 48 0.034

M P A 835-.401-0P 1 4 61 42 0.034
79 mm 1 NC + 1 NO MA S1 A 821-.401-00 4 60 52 0.026

C + A 811-.401-00 4 60 52 0.026
M S1 A 831-.401-00 4 60 46 0.026

2 NC + 2 NO MA S1 A 822-.401-00 4 60 49 0.027
C + A 812-.401-00 4 60 49 0.027

M S1 A 832-.401-00 4 60 43 0.027
3 NC + 3 NO MA S1 A 823-.401-00 4 60 50 0.029

C + A 813-.401-00 4 60 50 0.029
M S1 A 833-.401-00 4 60 44 0.029

4 NC + 4 NO MA S1 A 824-.401-00 4 60 51 0.032
C + A 814-.401-00 4 60 51 0.032

M S1 A 834-.401-00 4 60 45 0.032
5 NC + 5 NO MA S1 A 825-.401-00 4 60 48 0.035

C + A 815-.401-00 4 60 48 0.035
M S1 A 835-.401-00 4 60 42 0.035

Maintained
90 °

Momentary
60 °
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Continued from previous page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 2 positions 70 mm, 
flush mounting  
Standard lock B2 300

IP 65 76 mm 1 NC + 1 NO MA P A 821-.401-WP 1 4 61 52 0.026
C + A 811-.401-WP 1 4 61 52 0.026

M P A 831-.401-WP 1 4 61 46 0.026
2 NC + 2 NO MA P A 822-.401-WP 1 4 61 49 0.027

C + A 812-.401-WP 1 4 61 49 0.027
M P A 832-.401-WP 1 4 61 43 0.027

3 NC + 3 NO MA P A 823-.401-WP 1 4 61 50 0.028
C + A 813-.401-WP 1 4 61 50 0.028

M P A 833-.401-WP 1 4 61 44 0.028
4 NC + 4 NO MA P A 824-.401-WP 1 4 61 51 0.031

C + A 814-.401-WP 1 4 61 51 0.031
M P A 834-.401-WP 1 4 61 45 0.031

5 NC + 5 NO MA P A 825-.401-WP 1 4 61 48 0.034
C + A 815-.401-WP 1 4 61 48 0.034

M P A 835-.401-WP 1 4 61 42 0.034
79 mm 1 NC + 1 NO MA S1 A 821-.401-W0 4 60 52 0.026

C + A 811-.401-W0 4 60 52 0.026
M S1 A 831-.401-W0 4 60 46 0.026

2 NC + 2 NO MA S1 A 822-.401-W0 4 60 49 0.027
C + A 812-.401-W0 4 60 49 0.027

M S1 A 832-.401-W0 4 60 43 0.027
3 NC + 3 NO MA S1 A 823-.401-W0 4 60 50 0.029

C + A 813-.401-W0 4 60 50 0.029
M S1 A 833-.401-W0 4 60 44 0.029

4 NC + 4 NO MA S1 A 824-.401-W0 4 60 51 0.032
C + A 814-.401-W0 4 60 51 0.032

M S1 A 834-.401-W0 4 60 45 0.032
5 NC + 5 NO MA S1 A 825-.401-W0 4 60 48 0.035

C + A 815-.401-W0 4 60 48 0.035
M S1 A 835-.401-W0 4 60 42 0.035
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Maintained
90 °

Momentary
60 °
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Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 3 positions page 59
d Front bezel set, flush mounting page 62
Continuation see next page

Other key remove and key lock number on request
Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Keylock switch actuator 3 positions 45 mm, flush mounting
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Keylock switch actuator 3 positions 
45 mm, flush mounting 
Standard lock B2 300

IP 40 51 mm 2 NC + 2 NO 0-MA-MA P B + A + C 722-.401-0P 1 4 57 40 0.023
MA-0-MA P B + A + C 712-.401-0P 1 4 57 40 0.023
MA-0-M P B + A 742-.401-0P 1 4 57 39 0.023
M-0-MA P C + A 752-.401-0P 1 4 57 38 0.023
M-0-M P A 732-.401-0P 1 4 57 37 0.023

54 mm 2 NC + 2 NO 0-MA-MA S1 B + A + C 722-.401-00 4 56 40 0.023
MA-0-MA S1 B + A + C 712-.401-00 4 56 40 0.023
MA-0-M S1 B + A 742-.401-00 4 56 39 0.023
M-0-MA S1 C + A 752-.401-00 4 56 38 0.023
M-0-M S1 A 732-.401-00 4 56 37 0.023

IP 65 51 mm 2 NC + 2 NO 0-MA-MA P B + A + C 722-.401-WP 1 4 57 40 0.023
MA-0-MA P B + A + C 712-.401-WP 1 4 57 40 0.023
MA-0-M P B + A 742-.401-WP 1 4 57 39 0.023
M-0-MA P C + A 752-.401-WP 1 4 57 38 0.023
M-0-M P A 732-.401-WP 1 4 57 37 0.023

54 mm 2 NC + 2 NO 0-MA-MA S1 B + A + C 722-.401-W0 4 56 40 0.023
MA-0-MA S1 B + A + C 712-.401-W0 4 56 40 0.023
MA-0-M S1 B + A 742-.401-W0 4 56 39 0.023
M-0-MA S1 C + A 752-.401-W0 4 56 38 0.023
M-0-M S1 A 732-.401-W0 4 56 37 0.023
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Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Front bezel set, flush mounting page 62
d Lever page 60
Continuation see next page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 2 positions 45 mm, flush mounting
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Selector switch actuator 2 positions 45 mm, flush 
mounting

IP 40 51 mm 1 NC + 1 NO MA P 761-.700-0P 1 16 34 26 0.011
M P 781-.700-0P 1 16 34 20 0.011

2 NC + 2 NO MA P 762-.700-0P 1 16 34 28 0.012
M P 782-.700-0P 1 16 34 22 0.012

54 mm 1 NC + 1 NO MA S1 761-.700-00 16 33 26 0.011
M S1 781-.700-00 16 33 20 0.011

2 NC + 2 NO MA S1 762-.700-00 16 33 28 0.012
M S1 782-.700-00 16 33 22 0.012

IP 65 51 mm 1 NC + 1 NO MA P 761-.700-WP 1 16 34 26 0.011
M P 781-.700-WP 1 16 34 20 0.011

2 NC + 2 NO MA P 762-.700-WP 1 16 34 28 0.012
M P 782-.700-WP 1 16 34 22 0.012

54 mm 1 NC + 1 NO MA S1 761-.700-W0 16 33 26 0.011
M S1 781-.700-W0 16 33 20 0.011

2 NC + 2 NO MA S1 762-.700-W0 16 33 28 0.012
M S1 782-.700-W0 16 33 22 0.012

Maintained
90 °

Momentary
60 °



SwisstacDevices flush mounting

49
02.2009

Continuation see next page

Actuators usable for front dimensions: b 24 x 24 mm | a 24 x 30 mm | 25 mm dia.

Essential Accessories:
d Front bezel for Keylock switch and Selector switch 2 positions page 58
d Front bezel set, flush mounting page 62
d Lever page 60
Continuation see next page

Selector switch actuator 2 positions 55 mm, flush mounting
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Selector switch actuator 2 positions 55 mm, flush 
mounting

IP 40 61 mm 1 NC + 1 NO MA P 911-.700-0P 1 16 36 31 0.013
M P 931-.700-0P 1 16 36 25 0.013

2 NC + 2 NO MA P 912-.700-0P 1 16 36 28 0.014
M P 932-.700-0P 1 16 36 22 0.014

3 NC + 3 NO MA P 913-.700-0P 1 16 36 29 0.015
M P 933-.700-0P 1 16 36 23 0.015

4 NC + 4 NO MA P 914-.700-0P 1 16 36 30 0.018
M P 934-.700-0P 1 16 36 24 0.018

5 NC + 5 NO MA P 915-.700-0P 1 16 36 27 0.022
M P 935-.700-0P 1 16 36 21 0.022

64 mm 1 NC + 1 NO MA S1 911-.700-00 16 35 31 0.013
M S1 931-.700-00 16 35 25 0.013

2 NC + 2 NO MA S1 912-.700-00 16 35 28 0.014
M S1 932-.700-00 16 35 22 0.014

3 NC + 3 NO MA S1 913-.700-00 16 35 29 0.015
M S1 933-.700-00 16 35 23 0.015

4 NC + 4 NO MA S1 914-.700-00 16 35 30 0.019
M S1 934-.700-00 16 35 24 0.019

5 NC + 5 NO MA S1 915-.700-00 16 35 27 0.023
M S1 935-.700-00 16 35 21 0.023

Maintained
90 °

Momentary
60 °
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Continued from previous page

Hint: 
We recommend to use location strip no. 260-0020-00 for anti-twisting of the front bezel.
At momentary position the overturning force is max. 60 Ncm
Contacts: NC = Normally closed, NO = Normally open
Switching action: MA = Maintained action, M = Momentary action
Terminals: P = PCB terminal, S1 = Soldering terminal (also pluggable 2.8 x 0.5 mm)
Component layout from page 83, Mounting dimensions from page 84, Technical drawing from page 88, Circuit drawing from page 99

Selector switch actuator 2 positions 55 mm, flush 
mounting

IP 65 61 mm 1 NC + 1 NO MA P 911-.700-WP 1 16 36 31 0.013
M P 931-.700-WP 1 16 36 25 0.013

2 NC + 2 NO MA P 912-.700-WP 1 16 36 28 0.014
M P 932-.700-WP 1 16 36 22 0.014

3 NC + 3 NO MA P 913-.700-WP 1 16 36 29 0.015
M P 933-.700-WP 1 16 36 23 0.015

4 NC + 4 NO MA P 914-.700-WP 1 16 36 30 0.018
M P 934-.700-WP 1 16 36 24 0.018

5 NC + 5 NO MA P 915-.700-WP 1 16 36 27 0.022
M P 935-.700-WP 1 16 36 21 0.022

64 mm 1 NC + 1 NO MA S1 911-.700-W0 16 35 31 0.013
M S1 931-.700-W0 16 35 25 0.013

2 NC + 2 NO MA S1 912-.700-W0 16 35 28 0.014
M S1 932-.700-W0 16 35 22 0.014

3 NC + 3 NO MA S1 913-.700-W0 16 35 29 0.015
M S1 933-.700-W0 16 35 23 0.015

4 NC + 4 NO MA S1 914-.700-W0 16 35 30 0.019
M S1 934-.700-W0 16 35 24 0.019

5 NC + 5 NO MA S1 915-.700-W0 16 35 27 0.023
M S1 935-.700-W0 16 35 21 0.023
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Maintained
90 °

Momentary
60 °
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15 Illuminated pushbutton actuator 35 mm page 11 | Illuminated pushbutton actuator 35 mm, flush mounting page 40

16 Selector switch actuator 3 positions 45 mm page 28 | Selector switch actuator 3 positions 45 mm, flush mounting page 53

17 Selector switch actuator 3 positions 45 mm page 28 | Selector switch actuator 3 positions 45 mm, flush mounting page 53

18 Selector switch actuator 3 positions 45 mm page 28 | Selector switch actuator 3 positions 45 mm, flush mounting page 53

19 Selector switch actuator 3 positions 45 mm page 28 | Selector switch actuator 3 positions 45 mm, flush mounting page 53

20 Selector switch actuator 2 positions 45 mm page 23 | Selector switch actuator 2 positions 45 mm, flush mounting page 48

21 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

22 Selector switch actuator 2 positions 45 mm page 23 | Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 
2 positions 70 mm page 26 | Selector switch actuator 2 positions 45 mm, flush mounting page 48 | Selector switch actuator 2 positions 
55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51
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23 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

24 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

25 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

26 Selector switch actuator 2 positions 45 mm page 23 | Selector switch actuator 2 positions 45 mm, flush mounting page 48

27 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

28 Selector switch actuator 2 positions 45 mm page 23 | Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 
2 positions 70 mm page 26 | Selector switch actuator 2 positions 45 mm, flush mounting page 48 | Selector switch actuator 2 positions 
55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

29 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51
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30 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

31 Selector switch actuator 2 positions 55 mm page 24 | Selector switch actuator 2 positions 70 mm page 26 | Selector switch actuator 
2 positions 55 mm, flush mounting page 49 | Selector switch actuator 2 positions 70 mm, flush mounting page 51

32 Illuminated pushbutton actuator 35 mm page 11 | Illuminated pushbutton actuator 35 mm, flush mounting page 40

33 Snap-action switching element block for 35 mm page 66

34 Snap-action switching element block for 35 mm page 66

35 Snap-action switching element block for 35 mm page 66

36 Snap-action switching element block for 35 mm page 66

37 Keylock switch actuator 3 positions 45 mm page 22 | Keylock switch actuator 3 positions 45 mm, flush mounting page 47
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38 Keylock switch actuator 3 positions 45 mm page 22 | Keylock switch actuator 3 positions 45 mm, flush mounting page 47

39 Keylock switch actuator 3 positions 45 mm page 22 | Keylock switch actuator 3 positions 45 mm, flush mounting page 47

40 Keylock switch actuator 3 positions 45 mm page 22 | Keylock switch actuator 3 positions 45 mm, flush mounting page 47

41 Keylock switch actuator 2 positions 45 mm page 17 | Keylock switch actuator 2 positions 45 mm, flush mounting  page 42

42 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch 2 postions 
actuator 55 - 70 mm, momentary, switch interlock system function 2 page 33 | Keylock switch actuator 2 positions 55 mm, flush mounting  
page 43 | Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

43 Keylock switch actuator 2 positions 45 mm page 17 | Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 
2 positions 70 mm page 20 | Keylock switch 2 postions actuator 55 - 70 mm, momentary, switch interlock system function 2 page 33 | 
Keylock switch actuator 2 positions 45 mm, flush mounting  page 42 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 
43 | Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

44 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch 2 postions 
actuator 55 - 70 mm, momentary, switch interlock system function 2 page 33 | Keylock switch actuator 2 positions 55 mm, flush mounting  
page 43 | Keylock switch actuator 2 positions 70 mm, flush mounting  page 45
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45 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch 2 postions 
actuator 55 - 70 mm, momentary, switch interlock system function 2 page 33 | Keylock switch actuator 2 positions 55 mm, flush mounting  
page 43 | Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

46 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch 2 postions 
actuator 55 - 70 mm, momentary, switch interlock system function 2 page 33 | Keylock switch actuator 2 positions 55 mm, flush mounting  
page 43 | Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

47 Keylock switch actuator 2 positions 45 mm page 17 | Keylock switch actuator 2 positions 45 mm, flush mounting  page 42

48 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch actuator 
2 postions 55 mm, maintained, switch interlock system functions 1 and 3 page 35 | Keylock switch 2 postions actuator 70 mm, maintai-
ned, switch interlock system functions 1 and 3 page 37 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 43 | Keylock 
switch actuator 2 positions 70 mm, flush mounting  page 45

49 Keylock switch actuator 2 positions 45 mm page 17 | Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 
2 positions 70 mm page 20 | Keylock switch actuator 2 postions 55 mm, maintained, switch interlock system functions 1 and 3 page 35 
| Keylock switch 2 postions actuator 70 mm, maintained, switch interlock system functions 1 and 3 page 37 | Keylock switch actuator 
2 positions 45 mm, flush mounting  page 42 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 43 | Keylock switch 
actuator 2 positions 70 mm, flush mounting  page 45

50 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch actuator 
2 postions 55 mm, maintained, switch interlock system functions 1 and 3 page 35 | Keylock switch 2 postions actuator 70 mm, 
maintained, switch interlock system functions 1 and 3 page 37 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 43 | 
Keylock switch actuator 2 positions 70 mm, flush mounting  page 45
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51 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch actuator 
2 postions 55 mm, maintained, switch interlock system functions 1 and 3 page 35 | Keylock switch 2 postions actuator 70 mm, 
maintained, switch interlock system functions 1 and 3 page 37 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 43 | 
Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

52 Keylock switch actuator 2 positions 55 mm page 18 | Keylock switch actuator 2 positions 70 mm page 20 | Keylock switch actuator 
2 postions 55 mm, maintained, switch interlock system functions 1 and 3 page 35 | Keylock switch 2 postions actuator 70 mm, 
maintained, switch interlock system functions 1 and 3 page 37 | Keylock switch actuator 2 positions 55 mm, flush mounting  page 43 | 
Keylock switch actuator 2 positions 70 mm, flush mounting  page 45

53 Emergency-stop pushbutton, foolproof EN IEC 60947-5-5 page 15

54 Emergency-stop pushbutton, foolproof EN IEC 60947-5-5 page 15

55 Stop pushbutton 55 - 70 mm page 13

56 Stop pushbutton 55 - 70 mm page 13

57 Stop pushbutton 55 - 70 mm page 13
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58 Emergency-stop pushbutton, foolproof EN IEC 60947-5-5 page 15

59 Illuminated push-pull pushbutton actuator 45 mm page 29

60 Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7 page 30 | Release button actuator 
55 - 70 mm, momentary, switch interlock system variants 4 - 7 page 32

61 Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7 page 30 | Release button actuator 
55 - 70 mm, momentary, switch interlock system variants 4 - 7 page 32

62 Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7 page 30 | Release button actuator 
55 - 70 mm, momentary, switch interlock system variants 4 - 7 page 32

63 Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7 page 30 | Release button actuator 
55 - 70 mm, momentary, switch interlock system variants 4 - 7 page 32

64 Illuminated pushbutton actutor 55 - 70 mm, momemtary, switch interlock system variants 1, 3 - 7 page 30 | Release button actuator 
55 - 70 mm, momentary, switch interlock system variants 4 - 7 page 32
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Typ-Nr. Page Typ-Nr. Page Typ-Nr. Page

10-1106.1369 .............................69
10-1109.1329 .............................69
10-1112.1279 .............................69
10-1116.1229 .............................69
10-1119.1199 .............................69
10-1307.1369 .............................69
10-1310.1319 .............................69
10-1313.1249 .............................69
10-1316.1209 .............................69
10-1319.1199 .............................69
10-2106.3142 .............................70
10-2106.3144 .............................70
10-2106.3145 .............................70
10-2106.3146 .............................70
10-2106.3149 .............................70
10-2109.1062 .............................70
10-2109.1064 .............................70
10-2109.1065 .............................70
10-2109.1066 .............................70
10-2109.1069 .............................70
10-2112.1062 .............................70
10-2112.1064 .............................70
10-2112.1065 .............................70
10-2112.1066 .............................70
10-2112.1069 .............................70
10-2113.1062 .............................70
10-2113.1064 .............................70
10-2113.1065 .............................70
10-2113.1066 .............................70
10-2113.1069 .............................70
10-2119.1042 .............................70
10-2119.1044 .............................70
10-2119.1045 .............................70
10-2119.1046 .............................70
10-2119.1049 .............................70
10-2J06.3142 .............................70
10-2J06.3144 .............................70
10-2J06.3145 .............................70
10-2J06.3146 .............................70
10-2J06.3149 .............................70
10-2J09.1062 .............................70
10-2J09.1064 .............................70
10-2J09.1065 .............................70
10-2J09.1066 .............................70
10-2J09.1069 .............................70
10-2J12.1062 .............................70
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10-2J13.1069 .............................70
10-2J19.1042 .............................70
10-2J19.1044 .............................70
10-2J19.1045 .............................70
10-2J19.1046 .............................70
10-2J19.1049 .............................70
200-.225-00 ................................61
200-.245-00 ................................61
200-.255-00 ................................61

200-.265-00 ................................61
200-.275-00 ................................61
200-.604-00 ................................60
200-.704-00 ................................60
200-.804-00 ................................60
200-.904-00 ................................60
200-0000-00 ...............................61
200-0000-00 ...............................62
200-0000-W0 ..............................61
200-0001-00 ...............................58
200-0001-01 ...............................58
200-0002-00 ...............................59
200-0002-02 ...............................59
200-0002-03 ...............................60
200-0002-04 ...............................60
200-0003-01 ...............................59
200-0004-00 ...............................58
200-0004-00 ...............................59
200-0006-W0 ..............................65
200-0008-W0 ..............................63
200-1000-00 ...............................61
200-1000-00 ...............................61
200-1001-00 ...............................58
200-1001-01 ...............................58
200-1002-00 ...............................59
200-1002-02 ...............................59
200-1002-03 ...............................60
200-1002-04 ...............................60
200-1003-01 ...............................59
200-1004-00 ...............................58
200-1004-00 ...............................59
200-1006-00 ...............................65
200-1007-00 ...............................64
200-1110-00 ...............................55
200-1120-00 ...............................55
200-1140-00 ...............................55
200-1150-00 ...............................55
200-1160-00 ...............................55
200-1170-00 ...............................55
200-1180-00 ...............................57
200-1190-00 ...............................57
200-1210-00 ...............................56
200-1220-00 ...............................56
200-1240-00 ...............................56
200-1250-00 ...............................56
200-1260-00 ...............................56
200-1270-00 ...............................56
200-1300-01 ...............................72
200-1300-02 ...............................72
200-1300-03 ...............................72
200-1300-04 ...............................72
200-1300-08 ...............................72
200-1300-W1 ..............................72
200-1300-W2 ..............................72
200-1300-W3 ..............................72
200-1300-W4 ..............................72
200-1300-W8 ..............................72
200-2000-00 ...............................61
200-2000-00 ...............................61
200-2001-00 ...............................58
200-2001-01 ...............................58
200-2002-00 ...............................59
200-2002-02 ...............................59

200-2002-03 ...............................60
200-2002-04 ...............................60
200-2003-01 ...............................59
200-2004-00 ...............................58
200-2004-00 ...............................59
200-2006-00 ...............................65
200-2006-W0 ..............................65
200-3000-00 ...............................61
200-3001-00 ...............................58
200-3001-01 ...............................58
200-3002-00 ...............................59
200-3002-02 ...............................59
200-3002-03 ...............................60
200-3002-04 ...............................60
200-3003-01 ...............................59
200-3004-00 ...............................58
200-3004-00 ...............................59
200-3006-00 ...............................65
200-3007-00 ...............................64
200-3009-W0 ..............................63
200-3110-00 ...............................55
200-3120-00 ...............................55
200-3140-00 ...............................55
200-3150-00 ...............................55
200-3160-00 ...............................55
200-3170-00 ...............................55
200-3180-00 ...............................57
200-3190-00 ...............................57
200-3210-00 ...............................56
200-3220-00 ...............................56
200-3240-00 ...............................56
200-3250-00 ...............................56
200-3260-00 ...............................56
200-3270-00 ...............................56
200-4000-00 ...............................61
200-4001-00 ...............................58
200-4001-01 ...............................58
200-4002-00 ...............................59
200-4002-02 ...............................59
200-4002-03 ...............................60
200-4002-04 ...............................60
200-4003-01 ...............................59
200-4004-00 ...............................58
200-4004-00 ...............................59
200-4006-00 ...............................65
200-4006-W0 ..............................65
200-4008-00 ...............................62
200-4008-00 ...............................63
200-4008-W0 ..............................62
200-4400-V0 ...............................62
200-4408-V0 ...............................63
200-5000-00 ...............................61
200-5000-00 ...............................62
200-5001-00 ...............................58
200-5001-01 ...............................58
200-5002-00 ...............................59
200-5002-02 ...............................59
200-5002-03 ...............................60
200-5002-04 ...............................60
200-5003-01 ...............................59
200-5004-00 ...............................58
200-5004-00 ...............................59
200-5006-00 ...............................65
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200-5007-00 ............................... 64
200-5009-W0 ............................. 63
200-5110-00 ............................... 55
200-5120-00 ............................... 55
200-5140-00 ............................... 55
200-5150-00 ............................... 55
200-5160-00 ............................... 55
200-5170-00 ............................... 55
200-5180-00 ............................... 57
200-5190-00 ............................... 57
200-5210-00 ............................... 56
200-5220-00 ............................... 56
200-5240-00 ............................... 56
200-5250-00 ............................... 56
200-5260-00 ............................... 56
200-5270-00 ............................... 56
200-5320-00 ............................... 57
200-5340-00 ............................... 57
200-5370-00 ............................... 57
200-5390-00 ............................... 57
200-6000-00 ............................... 61
200-6000-00 ............................... 62
200-6001-00 ............................... 58
200-6001-01 ............................... 58
200-6002-00 ............................... 59
200-6002-02 ............................... 59
200-6002-03 ............................... 60
200-6002-04 ............................... 60
200-6003-01 ............................... 59
200-6004-00 ............................... 58
200-6004-00 ............................... 59
200-6006-00 ............................... 65
200-6006-W0 ............................. 65
200-6008-00 ............................... 62
200-6008-00 ............................... 63
200-6008-W0 ............................. 62
200-6400-V0 .............................. 62
200-6400-V0 .............................. 62
200-6408-V0 .............................. 63
200-7000-00 ............................... 61
200-7000-W0 ............................. 61
200-7001-00 ............................... 58
200-7001-01 ............................... 58
200-7002-00 ............................... 59
200-7002-02 ............................... 59
200-7002-03 ............................... 60
200-7002-04 ............................... 60
200-7003-01 ............................... 59
200-7004-00 ............................... 58
200-7004-00 ............................... 59
200-7009-W0 ............................. 64
200-7110-00 ............................... 55
200-7110-W0 ............................. 55
200-7120-00 ............................... 55
200-7120-W0 ............................. 55
200-7140-00 ............................... 55
200-7140-W0 ............................. 55
200-7150-00 ............................... 55
200-7150-W0 ............................. 55
200-7160-00 ............................... 55
200-7160-W0 ............................. 55
200-7170-00 ............................... 55
200-7170-W0 ............................. 55

200-7180-00 ...............................57
200-7180-W0 ............................. 57
200-7190-00 ...............................57
200-7190-W0 ............................. 57
200-7210-00 ...............................56
200-7210-W0 ............................. 56
200-7220-00 ...............................56
200-7220-W0 ............................. 56
200-7240-00 ...............................56
200-7240-W0 ............................. 56
200-7250-00 ...............................56
200-7250-W0 ............................. 56
200-7260-00 ...............................56
200-7260-W0 ............................. 56
200-7270-00 ...............................56
200-7270-W0 ............................. 56
200-7320-00 ...............................57
200-7340-00 ...............................57
200-7370-00 ...............................57
200-7390-00 ...............................57
200-8000-00 ...............................61
200-8000-W0 ............................. 61
200-8001-00 ...............................58
200-8001-01 ...............................58
200-8002-00 ...............................59
200-8002-02 ...............................59
200-8002-03 ...............................60
200-8002-04 ...............................60
200-8003-01 ...............................59
200-8004-00 ...............................58
200-8004-00 ...............................59
200-8009-W0 ............................. 64
200-8400-V0 .............................. 62
200-9000-00 ...............................61
200-9000-00 ...............................62
200-9000-W0 ............................. 61
200-9001-00 ...............................58
200-9001-01 ...............................58
200-9002-00 ...............................59
200-9002-02 ...............................59
200-9002-03 ...............................60
200-9002-04 ...............................60
200-9003-01 ...............................59
200-9004-00 ...............................58
200-9004-00 ...............................59
200-9009-W0 ............................. 64
200-9110-00 ...............................55
200-9110-W0 ............................. 55
200-9120-00 ...............................55
200-9120-W0 ............................. 55
200-9140-00 ...............................55
200-9140-W0 ............................. 55
200-9150-00 ...............................55
200-9150-W0 ............................. 55
200-9160-00 ...............................55
200-9160-W0 ............................. 55
200-9170-00 ...............................55
200-9170-W0 ............................. 55
200-9180-00 ...............................57
200-9180-W0 ............................. 57
200-9190-00 ...............................57
200-9190-W0 ............................. 57
200-9210-00 ...............................56

200-9210-W0 .............................56
200-9220-00 ...............................56
200-9220-W0 .............................56
200-9240-00 ...............................56
200-9240-W0 .............................56
200-9250-00 ...............................56
200-9250-W0 .............................56
200-9260-00 ...............................56
200-9260-W0 .............................56
200-9270-00 ...............................56
200-9270-W0 .............................56
200-9320-00 ...............................57
200-9340-00 ...............................57
200-9370-00 ...............................57
200-9390-00 ...............................57
201-0400-00 ...............................67
201-0500-00 ...............................67
201-0800-00 ...............................67
202-0600-00 ...............................66
211+0800-00 ..............................72
212-0100-00 ...............................71
213-0100-00 ...............................71
214-0100-0P ..............................71
221-0800-0P ..............................67
222-0100-0P ..............................71
231+0800-0P ..............................72
240-2001-00 ...............................65
240-3001-00 ...............................65
240-4001-00 ...............................65
260-0001-00 ...............................73
260-0002-00 ...............................73
260-0002-00 ...............................73
260-0003-00 ...............................73
260-0003-00 ...............................73
260-0005-00 ...............................73
260-0010-00 ...............................68
260-0020-00 ...............................73
260-0021-00 ...............................73
260-8000-00 ...............................67
260-9000-00 ...............................67
270-0000-00 ...............................67
270-0000-0P ..............................67
270-1000-00 ...............................68
270-2000-00 ...............................67
270-3000-00 ...............................67
280-0000-00 ...............................68
280-0001-00 ...............................69
280-0002-00 ...............................69
280-0003-00 ...............................69
280-0004-00 ...............................69
280-0010-00 ...............................69
280-0100-00 ...............................68
280-0200-00 ...............................68
280-1100-00 ...............................68
280-1110-00 ...............................68
280-1200-00 ...............................68
280-1210-00 ...............................68
280-2100-00 ...............................68
280-2200-00 ...............................68
280-3100-00 ...............................68
280-3200-00 ...............................68
300-0001-00 ...............................73
300-0002-00 ...............................73
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300-0003-00 ...............................73
300-0004-00 ...............................74
300-0005-00 ...............................74
300-0006-00 ...............................74
300-0010-00 ...............................71
300-0017-00 ...............................72
300-0020-00 ...............................71
300-0030-00 ...............................71
300-0050-00 ...............................71
300-0105-00 ...............................71
300-0110-00 ...............................71
300-0115-00 ...............................71
300-0120-00 ...............................71
551-8000-W0 ..............................15
552-8000-W0 ..............................15
553-8000-W0 ..............................15
561-8101-W0 ..............................15
562-8101-W0 ..............................15
563-8101-W0 ..............................15
600-0000-00 ...............................66
600-0000-0P ...............................66
600-1110-00 ...............................54
600-1120-00 ...............................54
600-1140-00 ...............................54
600-1150-00 ...............................54
600-1160-00 ...............................54
600-1170-00 ...............................54
600-1180-00 ...............................54
600-1190-00 ...............................54
600-1210-00 ...............................54
600-1220-00 ...............................54
600-1240-00 ...............................54
600-1250-00 ...............................54
600-1260-00 ...............................54
600-1270-00 ...............................54
600-2000-00 ...............................11
600-2000-00 ...............................40
600-2000-W0 ..............................11
600-2000-W0 ..............................40
600-3110-00 ...............................54
600-3120-00 ...............................54
600-3140-00 ...............................54
600-3150-00 ...............................54
600-3160-00 ...............................54
600-3170-00 ...............................54
600-3180-00 ...............................54
600-3190-00 ...............................54
600-3210-00 ...............................54
600-3220-00 ...............................54
600-3240-00 ...............................54
600-3250-00 ...............................54
600-3260-00 ...............................54
600-3270-00 ...............................54
600-4000-00 ...............................11
600-4000-00 ...............................40
600-4000-W0 ..............................11
600-4000-W0 ..............................40
600-5110-00 ...............................54
600-5120-00 ...............................54
600-5140-00 ...............................54
600-5150-00 ...............................54
600-5160-00 ...............................54
600-5170-00 ...............................54

600-5180-00 ...............................54
600-5190-00 ...............................54
600-5210-00 ...............................54
600-5220-00 ...............................54
600-5240-00 ...............................54
600-5250-00 ...............................54
600-5260-00 ...............................54
600-5270-00 ...............................54
600-6000-00 ...............................11
600-6000-00 ...............................40
600-6000-W0 ..............................11
600-6000-W0 ..............................40
601-0000-00 ...............................66
601-0000-0P ...............................66
602-0000-00 ...............................66
602-0000-0P ...............................66
606-0000-00 ...............................66
606-0000-0P ...............................66
607-0000-00 ...............................66
607-0000-0P ...............................66
608-0000-00 ...............................66
608-0000-0P ...............................66
609-0000-00 ...............................66
609-0000-0P ...............................66
680-2000-00 ...............................11
680-2000-00 ...............................40
680-2000-W0 ..............................11
680-2000-W0 ..............................40
680-4000-00 ...............................11
680-4000-00 ...............................40
680-4000-W0 ..............................11
680-4000-W0 ..............................40
680-6000-00 ...............................11
680-6000-00 ...............................40
680-6000-W0 ..............................11
680-6000-W0 ..............................40
690-2000-00 ...............................10
690-2000-00 ...............................39
690-2000-W0 ..............................10
690-2000-W0 ..............................39
690-4000-00 ...............................10
690-4000-00 ...............................39
690-4000-W0 ..............................10
690-4000-W0 ..............................39
690-6000-00 ...............................10
690-6000-00 ...............................39
690-6000-W0 ..............................10
690-6000-W0 ..............................39
712-.401-00 ................................22
712-.401-00 ................................47
712-.401-0P ................................22
712-.401-0P ................................47
712-.401-W0 ...............................22
712-.401-W0 ...............................47
712-.401-WP ..............................22
712-.401-WP ..............................47
712-.700-00 ................................28
712-.700-00 ................................53
712-.700-0P ................................28
712-.700-0P ................................53
712-.700-W0 ...............................28
712-.700-W0 ...............................53
712-.700-WP ..............................28

712-.700-WP ..............................53
722-.401-00 ................................22
722-.401-00 ................................47
722-.401-0P ................................22
722-.401-0P ................................47
722-.401-W0 ...............................22
722-.401-W0 ...............................47
722-.401-WP ..............................22
722-.401-WP ..............................47
722-.700-00 ................................28
722-.700-00 ................................53
722-.700-0P ................................28
722-.700-0P ................................53
722-.700-W0 ...............................28
722-.700-W0 ...............................53
722-.700-WP ..............................28
722-.700-WP ..............................53
732-.401-00 ................................22
732-.401-00 ................................47
732-.401-0P ................................22
732-.401-0P ................................47
732-.401-W0 ...............................22
732-.401-W0 ...............................47
732-.401-WP ..............................22
732-.401-WP ..............................47
732-.700-00 ................................28
732-.700-00 ................................53
732-.700-0P ................................28
732-.700-0P ................................53
732-.700-W0 ...............................28
732-.700-W0 ...............................53
732-.700-WP ..............................28
732-.700-WP ..............................53
742-.401-00 ................................22
742-.401-00 ................................47
742-.401-0P ................................22
742-.401-0P ................................47
742-.401-W0 ...............................22
742-.401-W0 ...............................47
742-.401-WP ..............................22
742-.401-WP ..............................47
742-.700-00 ................................28
742-.700-00 ................................53
742-.700-0P ................................28
742-.700-0P ................................53
742-.700-W0 ...............................28
742-.700-W0 ...............................53
742-.700-WP ..............................28
742-.700-WP ..............................53
752-.401-00 ................................22
752-.401-00 ................................47
752-.401-0P ................................22
752-.401-0P ................................47
752-.401-W0 ...............................22
752-.401-W0 ...............................47
752-.401-WP ..............................22
752-.401-WP ..............................47
752-.700-00 ................................28
752-.700-00 ................................53
752-.700-0P ................................28
752-.700-0P ................................53
752-.700-W0 ...............................28
752-.700-W0 ...............................53
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752-.700-WP .............................. 28
752-.700-WP .............................. 53
761-.401-00 ................................ 17
761-.401-00 ................................ 42
761-.401-0P ............................... 17
761-.401-0P ............................... 42
761-.401-W0 .............................. 17
761-.401-W0 .............................. 42
761-.401-WP .............................. 17
761-.401-WP .............................. 42
761-.700-00 ................................ 23
761-.700-00 ................................ 48
761-.700-0P ............................... 23
761-.700-0P ............................... 48
761-.700-W0 .............................. 23
761-.700-W0 .............................. 48
761-.700-WP .............................. 23
761-.700-WP .............................. 48
762-.401-00 ................................ 17
762-.401-00 ................................ 42
762-.401-0P ............................... 17
762-.401-0P ............................... 42
762-.401-W0 .............................. 17
762-.401-W0 .............................. 42
762-.401-WP .............................. 17
762-.401-WP .............................. 42
762-.700-00 ................................ 23
762-.700-00 ................................ 48
762-.700-0P ............................... 23
762-.700-0P ............................... 48
762-.700-W0 .............................. 23
762-.700-W0 .............................. 48
762-.700-WP .............................. 23
762-.700-WP .............................. 48
771-.401-00 ................................ 17
771-.401-00 ................................ 42
771-.401-0P ............................... 17
771-.401-0P ............................... 42
771-.401-W0 .............................. 17
771-.401-W0 .............................. 42
771-.401-WP .............................. 17
771-.401-WP .............................. 42
772-.401-00 ................................ 17
772-.401-00 ................................ 42
772-.401-0P ............................... 17
772-.401-0P ............................... 42
772-.401-W0 .............................. 17
772-.401-W0 .............................. 42
772-.401-WP .............................. 17
772-.401-WP .............................. 42
781-.401-00 ................................ 17
781-.401-00 ................................ 42
781-.401-0P ............................... 17
781-.401-0P ............................... 42
781-.401-W0 .............................. 17
781-.401-W0 .............................. 42
781-.401-WP .............................. 17
781-.401-WP .............................. 42
781-.700-00 ................................ 23
781-.700-00 ................................ 48
781-.700-0P ............................... 23
781-.700-0P ............................... 48
781-.700-W0 .............................. 23

781-.700-W0 .............................. 48
781-.700-WP .............................. 23
781-.700-WP .............................. 48
782-.401-00 ................................ 17
782-.401-00 ................................ 42
782-.401-0P ...............................17
782-.401-0P ...............................42
782-.401-W0 .............................. 17
782-.401-W0 .............................. 42
782-.401-WP .............................. 17
782-.401-WP .............................. 42
782-.700-00 ................................ 23
782-.700-00 ................................ 48
782-.700-0P ...............................23
782-.700-0P ...............................48
782-.700-W0 .............................. 23
782-.700-W0 .............................. 48
782-.700-WP .............................. 23
782-.700-WP .............................. 48
792-1000-00 ...............................29
792-1000-0P .............................. 29
792-2000-00 ...............................29
792-2000-0P .............................. 29
801-.000-00 ................................ 12
801-.000-00 ................................ 16
801-.000-00 ................................ 31
801-.000-00 ................................ 41
801-.000-0P ...............................12
801-.000-0P ...............................16
801-.000-0P ...............................31
801-.000-0P ...............................41
802-.000-00 ................................ 12
802-.000-00 ................................ 16
802-.000-00 ................................ 31
802-.000-00 ................................ 41
802-.000-0P ...............................12
802-.000-0P ...............................16
802-.000-0P ...............................31
802-.000-0P ...............................41
803-.000-00 ................................ 12
803-.000-00 ................................ 16
803-.000-00 ................................ 31
803-.000-00 ................................ 41
803-.000-0P ...............................12
803-.000-0P ...............................16
803-.000-0P ...............................31
803-.000-0P ...............................41
804-.000-00 ................................ 12
804-.000-00 ................................ 16
804-.000-00 ................................ 31
804-.000-00 ................................ 41
804-.000-0P ...............................12
804-.000-0P ...............................16
804-.000-0P ...............................31
804-.000-0P ...............................41
805-.000-00 ................................ 12
805-.000-00 ................................ 16
805-.000-00 ................................ 31
805-.000-00 ................................ 41
805-.000-0P ...............................12
805-.000-0P ...............................16
805-.000-0P ...............................31
805-.000-0P ...............................41

811-.401-00 ................................20
811-.401-00 ................................37
811-.401-00 ................................45
811-.401-0P ...............................20
811-.401-0P ...............................37
811-.401-0P ...............................45
811-.401-W0 ..............................21
811-.401-W0 ..............................37
811-.401-W0 ..............................46
811-.401-WP ..............................21
811-.401-WP ..............................37
811-.401-WP ..............................46
811-.700-00 ................................26
811-.700-00 ................................51
811-.700-0P ...............................26
811-.700-0P ...............................51
811-.700-W0 ..............................27
811-.700-W0 ..............................52
811-.700-WP ..............................27
811-.700-WP ..............................52
812-.401-00 ................................20
812-.401-00 ................................37
812-.401-00 ................................45
812-.401-0P ...............................20
812-.401-0P ...............................37
812-.401-0P ...............................45
812-.401-W0 ..............................21
812-.401-W0 ..............................37
812-.401-W0 ..............................46
812-.401-WP ..............................21
812-.401-WP ..............................37
812-.401-WP ..............................46
812-.700-00 ................................26
812-.700-00 ................................51
812-.700-0P ...............................26
812-.700-0P ...............................51
812-.700-W0 ..............................27
812-.700-W0 ..............................52
812-.700-WP ..............................27
812-.700-WP ..............................52
813-.401-00 ................................20
813-.401-00 ................................37
813-.401-00 ................................45
813-.401-0P ...............................20
813-.401-0P ...............................37
813-.401-0P ...............................45
813-.401-W0 ..............................21
813-.401-W0 ..............................37
813-.401-W0 ..............................46
813-.401-WP ..............................21
813-.401-WP ..............................37
813-.401-WP ..............................46
813-.700-00 ................................26
813-.700-00 ................................51
813-.700-0P ...............................26
813-.700-0P ...............................51
813-.700-W0 ..............................27
813-.700-W0 ..............................52
813-.700-WP ..............................27
813-.700-WP ..............................52
814-.401-00 ................................20
814-.401-00 ................................37
814-.401-00 ................................45
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814-.401-0P ................................20
814-.401-0P ................................37
814-.401-0P ................................45
814-.401-W0 ...............................21
814-.401-W0 ...............................37
814-.401-W0 ...............................46
814-.401-WP ..............................21
814-.401-WP ..............................37
814-.401-WP ..............................46
814-.700-00 ................................26
814-.700-00 ................................51
814-.700-0P ................................26
814-.700-0P ................................51
814-.700-W0 ...............................27
814-.700-W0 ...............................52
814-.700-WP ..............................27
814-.700-WP ..............................52
815-.401-00 ................................20
815-.401-00 ................................37
815-.401-00 ................................45
815-.401-0P ................................20
815-.401-0P ................................37
815-.401-0P ................................45
815-.401-W0 ...............................21
815-.401-W0 ...............................37
815-.401-W0 ...............................46
815-.401-WP ..............................21
815-.401-WP ..............................37
815-.401-WP ..............................46
815-.700-00 ................................26
815-.700-00 ................................51
815-.700-0P ................................26
815-.700-0P ................................51
815-.700-W0 ...............................27
815-.700-W0 ...............................52
815-.700-WP ..............................27
815-.700-WP ..............................52
821-.401-00 ................................20
821-.401-00 ................................37
821-.401-00 ................................45
821-.401-0P ................................20
821-.401-0P ................................37
821-.401-0P ................................45
821-.401-W0 ...............................21
821-.401-W0 ...............................37
821-.401-W0 ...............................46
821-.401-WP ..............................21
821-.401-WP ..............................37
821-.401-WP ..............................46
822-.401-00 ................................20
822-.401-00 ................................37
822-.401-00 ................................45
822-.401-0P ................................20
822-.401-0P ................................37
822-.401-0P ................................45
822-.401-W0 ...............................21
822-.401-W0 ...............................37
822-.401-W0 ...............................46
822-.401-WP ..............................21
822-.401-WP ..............................37
822-.401-WP ..............................46
823-.401-00 ................................20
823-.401-00 ................................37

823-.401-00 ................................45
823-.401-0P ................................20
823-.401-0P ................................37
823-.401-0P ................................45
823-.401-W0 ...............................21
823-.401-W0 ...............................37
823-.401-W0 ...............................46
823-.401-WP ..............................21
823-.401-WP ..............................37
823-.401-WP ..............................46
824-.401-00 ................................20
824-.401-00 ................................37
824-.401-00 ................................45
824-.401-0P ................................20
824-.401-0P ................................37
824-.401-0P ................................45
824-.401-W0 ...............................21
824-.401-W0 ...............................37
824-.401-W0 ...............................46
824-.401-WP ..............................21
824-.401-WP ..............................37
824-.401-WP ..............................46
825-.401-00 ................................20
825-.401-00 ................................37
825-.401-00 ................................45
825-.401-0P ................................20
825-.401-0P ................................37
825-.401-0P ................................45
825-.401-W0 ...............................21
825-.401-W0 ...............................37
825-.401-W0 ...............................46
825-.401-WP ..............................21
825-.401-WP ..............................37
825-.401-WP ..............................46
831-.401-00 ................................20
831-.401-00 ................................33
831-.401-00 ................................45
831-.401-0P ................................20
831-.401-0P ................................33
831-.401-0P ................................45
831-.401-W0 ...............................21
831-.401-W0 ...............................33
831-.401-W0 ...............................46
831-.401-WP ..............................21
831-.401-WP ..............................33
831-.401-WP ..............................46
831-.700-00 ................................26
831-.700-00 ................................51
831-.700-0P ................................26
831-.700-0P ................................51
831-.700-W0 ...............................27
831-.700-W0 ...............................52
831-.700-WP ..............................27
831-.700-WP ..............................52
832-.401-00 ................................20
832-.401-00 ................................33
832-.401-00 ................................45
832-.401-0P ................................20
832-.401-0P ................................33
832-.401-0P ................................45
832-.401-W0 ...............................21
832-.401-W0 ...............................33
832-.401-W0 ...............................46

832-.401-WP ..............................21
832-.401-WP ..............................33
832-.401-WP ..............................46
832-.700-00 ................................26
832-.700-00 ................................51
832-.700-0P ................................26
832-.700-0P ................................51
832-.700-W0 ...............................27
832-.700-W0 ...............................52
832-.700-WP ..............................27
832-.700-WP ..............................52
833-.401-00 ................................20
833-.401-00 ................................33
833-.401-00 ................................45
833-.401-0P ................................20
833-.401-0P ................................33
833-.401-0P ................................45
833-.401-W0 ...............................21
833-.401-W0 ...............................33
833-.401-W0 ...............................46
833-.401-WP ..............................21
833-.401-WP ..............................33
833-.401-WP ..............................46
833-.700-00 ................................26
833-.700-00 ................................51
833-.700-0P ................................26
833-.700-0P ................................51
833-.700-W0 ...............................27
833-.700-W0 ...............................52
833-.700-WP ..............................27
833-.700-WP ..............................52
834-.401-00 ................................20
834-.401-00 ................................33
834-.401-00 ................................45
834-.401-0P ................................20
834-.401-0P ................................33
834-.401-0P ................................45
834-.401-W0 ...............................21
834-.401-W0 ...............................33
834-.401-W0 ...............................46
834-.401-WP ..............................21
834-.401-WP ..............................33
834-.401-WP ..............................46
834-.700-00 ................................26
834-.700-00 ................................51
834-.700-0P ................................26
834-.700-0P ................................51
834-.700-W0 ...............................27
834-.700-W0 ...............................52
834-.700-WP ..............................27
834-.700-WP ..............................52
835-.401-00 ................................20
835-.401-00 ................................33
835-.401-00 ................................45
835-.401-0P ................................20
835-.401-0P ................................33
835-.401-0P ................................45
835-.401-W0 ...............................21
835-.401-W0 ...............................33
835-.401-W0 ...............................46
835-.401-WP ..............................21
835-.401-WP ..............................33
835-.401-WP ..............................46
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835-.700-00 ................................ 26
835-.700-00 ................................ 51
835-.700-0P ............................... 26
835-.700-0P ............................... 51
835-.700-W0 .............................. 27
835-.700-W0 .............................. 52
835-.700-WP .............................. 27
835-.700-WP .............................. 52
840-.000-00 ................................ 32
840-.000-0P ............................... 32
841-.000-00 ................................ 32
841-.000-0P ............................... 32
842-.000-00 ................................ 32
842-.000-0P ............................... 32
843-.000-00 ................................ 32
843-.000-0P ............................... 32
844-.000-00 ................................ 32
844-.000-0P ............................... 32
845-.000-00 ................................ 32
845-.000-0P ............................... 32
851+2000-00 .............................. 14
851+2000-0P ............................. 14
851+2000-W0 ............................ 14
851+2000-WP ............................ 14
852+2000-00 .............................. 14
852+2000-0P ............................. 14
852+2000-W0 ............................ 14
852+2000-WP ............................ 14
853+2000-00 .............................. 14
853+2000-0P ............................. 14
853+2000-W0 ............................ 14
853+2000-WP ............................ 14
861+2401-00 .............................. 13
861+2401-0P ............................. 13
861+2401-W0 ............................ 13
861+2401-WP ............................ 13
862+2401-00 .............................. 13
862+2401-0P ............................. 13
862+2401-W0 ............................ 13
862+2401-WP ............................ 13
863+2401-00 .............................. 13
863+2401-0P ............................. 13
863+2401-W0 ............................ 13
863+2401-WP ............................ 13
881-.000-00 ................................ 30
881-.000-0P ............................... 30
882-.000-00 ................................ 30
882-.000-0P ............................... 30
883-.000-00 ................................ 30
883-.000-0P ............................... 30
884-.000-00 ................................ 30
884-.000-0P ............................... 30
885-.000-00 ................................ 30
885-.000-0P ............................... 30
890-.000-00 ................................ 10
890-.000-00 ................................ 39
890-.000-0P ............................... 10
890-.000-0P ............................... 39
890-.000-K0 ............................... 10
890-.000-K0 ............................... 39
901-.000-00 ................................ 12
901-.000-00 ................................ 16
901-.000-00 ................................ 31

901-.000-00 ................................ 41
901-.000-0P ...............................12
901-.000-0P ...............................16
901-.000-0P ...............................31
901-.000-0P ...............................41
902-.000-00 ................................ 12
902-.000-00 ................................ 16
902-.000-00 ................................ 31
902-.000-00 ................................ 41
902-.000-0P ...............................12
902-.000-0P ...............................16
902-.000-0P ...............................31
902-.000-0P ...............................41
903-.000-00 ................................ 12
903-.000-00 ................................ 16
903-.000-00 ................................ 31
903-.000-00 ................................ 41
903-.000-0P ...............................12
903-.000-0P ...............................16
903-.000-0P ...............................31
903-.000-0P ...............................41
904-.000-00 ................................ 12
904-.000-00 ................................ 16
904-.000-00 ................................ 31
904-.000-00 ................................ 41
904-.000-0P ...............................12
904-.000-0P ...............................16
904-.000-0P ...............................31
904-.000-0P ...............................41
905-.000-00 ................................ 12
905-.000-00 ................................ 16
905-.000-00 ................................ 31
905-.000-00 ................................ 41
905-.000-0P ...............................12
905-.000-0P ...............................16
905-.000-0P ...............................31
905-.000-0P ...............................41
911-.401-00 ................................ 18
911-.401-00 ................................ 35
911-.401-00 ................................ 43
911-.401-0P ...............................18
911-.401-0P ...............................35
911-.401-0P ...............................43
911-.401-W0 .............................. 19
911-.401-W0 .............................. 35
911-.401-W0 .............................. 44
911-.401-WP .............................. 19
911-.401-WP .............................. 35
911-.401-WP .............................. 44
911-.700-00 ................................ 24
911-.700-00 ................................ 49
911-.700-0P ...............................24
911-.700-0P ...............................49
911-.700-W0 .............................. 25
911-.700-W0 .............................. 50
911-.700-WP .............................. 25
911-.700-WP .............................. 50
912-.401-00 ................................ 18
912-.401-00 ................................ 35
912-.401-00 ................................ 43
912-.401-0P ...............................18
912-.401-0P ...............................35
912-.401-0P ...............................43

912-.401-W0 ..............................19
912-.401-W0 ..............................35
912-.401-W0 ..............................44
912-.401-WP ..............................19
912-.401-WP ..............................35
912-.401-WP ..............................44
912-.700-00 ................................24
912-.700-00 ................................49
912-.700-0P ...............................24
912-.700-0P ...............................49
912-.700-W0 ..............................25
912-.700-W0 ..............................50
912-.700-WP ..............................25
912-.700-WP ..............................50
913-.401-00 ................................18
913-.401-00 ................................35
913-.401-00 ................................43
913-.401-0P ...............................18
913-.401-0P ...............................35
913-.401-0P ...............................43
913-.401-W0 ..............................19
913-.401-W0 ..............................35
913-.401-W0 ..............................44
913-.401-WP ..............................19
913-.401-WP ..............................35
913-.401-WP ..............................44
913-.700-00 ................................24
913-.700-00 ................................49
913-.700-0P ...............................24
913-.700-0P ...............................49
913-.700-W0 ..............................25
913-.700-W0 ..............................50
913-.700-WP ..............................25
913-.700-WP ..............................50
914-.401-00 ................................18
914-.401-00 ................................35
914-.401-00 ................................43
914-.401-0P ...............................18
914-.401-0P ...............................35
914-.401-0P ...............................43
914-.401-W0 ..............................19
914-.401-W0 ..............................35
914-.401-W0 ..............................44
914-.401-WP ..............................19
914-.401-WP ..............................35
914-.401-WP ..............................44
914-.700-00 ................................24
914-.700-00 ................................49
914-.700-0P ...............................24
914-.700-0P ...............................49
914-.700-W0 ..............................25
914-.700-W0 ..............................50
914-.700-WP ..............................25
914-.700-WP ..............................50
915-.401-00 ................................18
915-.401-00 ................................35
915-.401-00 ................................43
915-.401-0P ...............................18
915-.401-0P ...............................35
915-.401-0P ...............................43
915-.401-W0 ..............................19
915-.401-W0 ..............................35
915-.401-W0 ..............................44



Index from Typ-Nr.

114
02.2009

Typ-Nr. Page Typ-Nr. Page Typ-Nr. Page

915-.401-WP ..............................19
915-.401-WP ..............................35
915-.401-WP ..............................44
915-.700-00 ................................24
915-.700-00 ................................49
915-.700-0P ................................24
915-.700-0P ................................49
915-.700-W0 ...............................25
915-.700-W0 ...............................50
915-.700-WP ..............................25
915-.700-WP ..............................50
921-.401-00 ................................18
921-.401-00 ................................35
921-.401-00 ................................43
921-.401-0P ................................18
921-.401-0P ................................35
921-.401-0P ................................43
921-.401-W0 ...............................19
921-.401-W0 ...............................35
921-.401-W0 ...............................44
921-.401-WP ..............................19
921-.401-WP ..............................35
921-.401-WP ..............................44
922-.401-00 ................................18
922-.401-00 ................................35
922-.401-00 ................................43
922-.401-0P ................................18
922-.401-0P ................................35
922-.401-0P ................................43
922-.401-W0 ...............................19
922-.401-W0 ...............................35
922-.401-W0 ...............................44
922-.401-WP ..............................19
922-.401-WP ..............................35
922-.401-WP ..............................44
923-.401-00 ................................18
923-.401-00 ................................35
923-.401-00 ................................43
923-.401-0P ................................18
923-.401-0P ................................35
923-.401-0P ................................43
923-.401-W0 ...............................19
923-.401-W0 ...............................35
923-.401-W0 ...............................44
923-.401-WP ..............................19
923-.401-WP ..............................35
923-.401-WP ..............................44
924-.401-00 ................................18
924-.401-00 ................................35
924-.401-00 ................................43
924-.401-0P ................................18
924-.401-0P ................................35
924-.401-0P ................................43
924-.401-W0 ...............................19
924-.401-W0 ...............................35
924-.401-W0 ...............................44
924-.401-WP ..............................19
924-.401-WP ..............................35
924-.401-WP ..............................44
925-.401-00 ................................18
925-.401-00 ................................35
925-.401-00 ................................43
925-.401-0P ................................18

925-.401-0P ................................35
925-.401-0P ................................43
925-.401-W0 ...............................19
925-.401-W0 ...............................35
925-.401-W0 ...............................44
925-.401-WP ..............................19
925-.401-WP ..............................35
925-.401-WP ..............................44
931-.401-00 ................................18
931-.401-00 ................................33
931-.401-00 ................................43
931-.401-0P ................................18
931-.401-0P ................................33
931-.401-0P ................................43
931-.401-W0 ...............................19
931-.401-W0 ...............................33
931-.401-W0 ...............................44
931-.401-WP ..............................19
931-.401-WP ..............................33
931-.401-WP ..............................44
931-.700-00 ................................24
931-.700-00 ................................49
931-.700-0P ................................24
931-.700-0P ................................49
931-.700-W0 ...............................25
931-.700-W0 ...............................50
931-.700-WP ..............................25
931-.700-WP ..............................50
932-.401-00 ................................18
932-.401-00 ................................33
932-.401-00 ................................43
932-.401-0P ................................18
932-.401-0P ................................33
932-.401-0P ................................43
932-.401-W0 ...............................19
932-.401-W0 ...............................33
932-.401-W0 ...............................44
932-.401-WP ..............................19
932-.401-WP ..............................33
932-.401-WP ..............................44
932-.700-00 ................................24
932-.700-00 ................................49
932-.700-0P ................................24
932-.700-0P ................................49
932-.700-W0 ...............................25
932-.700-W0 ...............................50
932-.700-WP ..............................25
932-.700-WP ..............................50
933-.401-00 ................................18
933-.401-00 ................................33
933-.401-00 ................................43
933-.401-0P ................................18
933-.401-0P ................................33
933-.401-0P ................................43
933-.401-W0 ...............................19
933-.401-W0 ...............................33
933-.401-W0 ...............................44
933-.401-WP ..............................19
933-.401-WP ..............................33
933-.401-WP ..............................44
933-.700-00 ................................24
933-.700-00 ................................49
933-.700-0P ................................24

933-.700-0P ................................49
933-.700-W0 ...............................25
933-.700-W0 ...............................50
933-.700-WP ..............................25
933-.700-WP ..............................50
934-.401-00 ................................18
934-.401-00 ................................33
934-.401-00 ................................43
934-.401-0P ................................18
934-.401-0P ................................33
934-.401-0P ................................43
934-.401-W0 ...............................19
934-.401-W0 ...............................33
934-.401-W0 ...............................44
934-.401-WP ..............................19
934-.401-WP ..............................33
934-.401-WP ..............................44
934-.700-00 ................................24
934-.700-00 ................................49
934-.700-0P ................................24
934-.700-0P ................................49
934-.700-W0 ...............................25
934-.700-W0 ...............................50
934-.700-WP ..............................25
934-.700-WP ..............................50
935-.401-00 ................................18
935-.401-00 ................................33
935-.401-00 ................................43
935-.401-0P ................................18
935-.401-0P ................................33
935-.401-0P ................................43
935-.401-W0 ...............................19
935-.401-W0 ...............................33
935-.401-W0 ...............................44
935-.401-WP ..............................19
935-.401-WP ..............................33
935-.401-WP ..............................44
935-.700-00 ................................24
935-.700-00 ................................49
935-.700-0P ................................24
935-.700-0P ................................49
935-.700-W0 ...............................25
935-.700-W0 ...............................50
935-.700-WP ..............................25
935-.700-WP ..............................50
940-.000-00 ................................32
940-.000-0P ................................32
941-.000-00 ................................32
941-.000-0P ................................32
942-.000-00 ................................32
942-.000-0P ................................32
943-.000-00 ................................32
943-.000-0P ................................32
944-.000-00 ................................32
944-.000-0P ................................32
945-.000-00 ................................32
945-.000-0P ................................32
951+2000-00 ..............................14
951+2000-0P ..............................14
951+2000-W0 .............................14
951+2000-WP ............................14
952+2000-00 ..............................14
952+2000-0P ..............................14
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952+2000-W0 ............................ 14
952+2000-WP ............................ 14
953+2000-00 .............................. 14
953+2000-0P ............................. 14
953+2000-W0 ............................ 14
953+2000-WP ............................ 14
961+2401-00 .............................. 13
961+2401-0P ............................. 13
961+2401-W0 ............................ 13
961+2401-WP ............................ 13
962+2401-00 .............................. 13
962+2401-0P ............................. 13
962+2401-W0 ............................ 13
962+2401-WP ............................ 13
963+2401-00 .............................. 13
963+2401-0P ............................. 13
963+2401-W0 ............................ 13
963+2401-WP ............................ 13
970-.000-00 ................................ 11
970-.000-00 ................................ 40
970-.000-0P ............................... 11
970-.000-0P ............................... 40
970-.000-K0 ............................... 11
970-.000-K0 ............................... 40
970-0006-00 ............................... 60
970-0012-00 ............................... 60
970-0024-00 ............................... 60
970-5006-00 ............................... 60
970-5012-00 ............................... 60
970-5024-00 ............................... 60
970-6006-00 ............................... 60
970-6012-00 ............................... 60
970-6024-00 ............................... 60
970-9006-00 ............................... 60
970-9012-00 ............................... 60
970-9024-00 ............................... 60
981-.000-00 ................................ 30
981-.000-0P ............................... 30
982-.000-00 ................................ 30
982-.000-0P ............................... 30
983-.000-00 ................................ 30
983-.000-0P ............................... 30
984-.000-00 ................................ 30
984-.000-0P ............................... 30
985-.000-00 ................................ 30
985-.000-0P ............................... 30
990-.000-00 ................................ 10
990-.000-00 ................................ 39
990-.000-0P ............................... 10
990-.000-0P ............................... 39
990-.000-K0 ............................... 10
990-.000-K0 ............................... 39
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  4601 Olten, Switzerland
 E-mail info@eao.com
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 E-mail sales.ede@eao.com
  Italy
 Phone +39 035 481 0189
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  Switzerland
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