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LMITS DF SAFE DPERATION AT 25°C

1 28
ELECTRO—OPTICAL CHARACTERISTICS T,=25C PARAMETER MAX UNITS
PARAMETER MIN TP MAX _ UNTS  TEST COND PEAK FORWARD CURRENT 700 mA #Z #Z #Z #Z #Z #Z
PEAK WAVELENGTH 660 nm STEADY CURRENT 560 mA
FORWARD VOLTAGE 3.4 L4 \%i [ POWER DISSIFATION 35 W #Z #Z #Z #Z #Z #Z
REVERSE VOLTAGE i Vi Vp=200pA DERATE FROM 25C -258 mw/C
LUMINOUS INTENSITY 200 cd/m?  Ip=550mA OPERATING TEMP. -35T0 +&0 C
EMITTED COLOR: RED STORAGE TEMP. -407T0 +85 2 ;Bu;LPRSAL'LNELSE%ESCHES
REFLEGTOR FINISH: MILKY WHITE SOLDERING TEMP. + 260 €

2.0mm FROM BODY 3 SEC. MAX

CNVCONTIROLLED LOCUMENT

*UNLESS OTHERWEE SPECFED TOLERANGES PER DEGIMAL PRECISON ARE: X=£1 (£0.038), XX=205 (0020} XXX=20.25 (10.010), XXX=10.127 [£0.005). LEAD SE=1095 (£0002) LEAD LENGTH=20.75 (£00%0). NN= *JECNAL PRECEION ypy - 4000 oormeion

LUMEX INS.  EXSERT AS SPETIFCALLY AUTHGRIZED IN WRTNG BY LUNEX
A SSB—COB1561/5SRW—A ING, THE HOLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATION FHONE: +1.847.559.2790
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE OR Us WEB: www.lumex.com
IN PART FRAM OSCLASURE ANO DISSENNATIDN TO ALL THRD PARTIES. TW WEB: www.lumex.com.tw
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196mm x 17mm LCD BACKLIGHT, 660nm RED CHIPS, OUR NANY VEARS OF Emﬁmuummm INICATE THT DRAWN BY: | CHECKED BY: JAPPROVED BY:|DATE: 3.25.02
SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILURE. PAGE: 1 OF 1
MILKY WHITE REFLECTOR FINISH. PLEASE PAY KTTENTION T0 YOUR SCLDERING PROCESS. or SCALE:  N/A




