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Automotive Dual 100W USB -PD

Startup Procedure
Not e: M Bbsata ehxaevoe i6nst al |l ed, as wel Howalomd USB Seaiat Port drieersif nt e

necessary.
Step 1: Apply 5V to 32V to the input Banana Connectors.

1 Recommend > 200W input capability for max output testing

Step 2: Opetthe Strat®d
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Step3: Login to Strata as a Guest

Automotive Dual 100W USB -PD

Q ON Semiconductor: Strata Developer Studio

ON Semiconductor® ﬁN

frat

Guest
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Step4: Plug USB MiniB into theEVK and PC.

T This shoul Basir ivnige w pwitthhei n6 St r at a

O ON Semiconductor: Strata Developer Studio

Q Dual USB-PD 100W Evaluation Boarc
\>>‘7r4 — S

Basic

= | T

§ Platform Controls ‘ Platform Content &-I- Remote Support

Advanced

INPUT VOLTAGE

20.75

\ 0.00 | =

MAX CAPACITY

200
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Step5: Connecia USB-C device

1 There should be a connection witl8trataon the corresponding port
91 Stratawill show the PD contract, voltage profile and actual output value, temperature, and input and output
powers for each port.

() ON Semiconductor: Strata Developer Studio = | O] [

Dual USB-PD 100W Evaluation Boarc

Basic

§ Platform Controls ‘ Platform Content £+ Remote Support

Advanced

PROFILE VOLTAGE OUT
INPUT VOLTAGE
20.37 £y . ¥
PD CONTRACT TEMPERATURE
INPUT POWER
)
35.85 Port1
L ]
100 38.0
POWER IN POWER OUT

Iﬁ 17.72 24.56

MAX CAPACITY

PROFILE VOLTAGE OUT
2 0 0 20 20.62
PD CONTRACT TEMPERATURE
& Port 2 ;
100 38.0
POWER IN POWER OUT

|£ 18.13 24.95
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Collateral Viewing

Clickt he APl atform Contento Button at the top of Strat

Note: An hternet onnectionis required to download platform content

() ON Semiconductor: Strata Developer Studio

= N
:,; PD 100W Evaluation Bo == Platfom controls || [l Piatform Content | &4+ Remote Support

Basic

 20.71

INPUT POWER

0.00 E

MAX CAPACITY

200

BuBU Interface Motor Vortex  Entice RGB Test  USB-PD 4 Ports Logic gate Toggle Content/Control ~ Statusbar Debug Disconnect Login as guest

http://onsemi.com
7


http://onsemi.com/

Automotive Dual 100W USB -PD

Advanced Control
Provides advanced systems controls, telemetry and operation modeddpthirevaluation of the system capabilities.

Click the 6Advancedé button to bring up the Advanced
below.
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