BHIGHTEK QBL912GC-IR2 1.8mm RoundSubminiature

QT-Brightek 1.8mm Round Subminiature LED Series

1. 8mm Round SWGhlkwWimgdb at ead @R

Part No.: QBL912GC-IR2

Product:QBL912GC-IR2 Date:May 14, 2015 Pagel of 9

Version#1.0




BHIGHTEK QBL912GC-IR2 1.8mm RoundSubminiature

AGull-Wingd L HRaEDs

Table of Contents:

L oo [T 1o ] o I PP 3
Electrical / Optical Characteristic (TA=25C) ......ciouiiiciieeeeee e e eae e 4
F Y o 1Yo (01 C= 1Y = 0T 0 0T = L1 T U 4
(O oY= Lot (= 153 ([ O U Y PSSP 5
Solder Profile & FOOIPIINT...........e e e e e e e e e e e e e et b e e e e e e e e e eeatsaa e eeeeeeeeennnes 6
PACKING ...ttt 7
0= o711 oV 8
Ordering INFOMMALION ... 8
AV 1S o I 11 o Y/ 9
3o = T PP 9
Product:QBL912GC-IR2 Date:May 14, 2015 Page2 of 9

Version#1.0




BHIGHTEK QBL912GC-IR2 1.8mm RoundSubminiature

AGull-Wingd L HRaEDs

Introduction

Feature: Application:
1 Water clear lens 1 Infrared Sensor
1 Package in tape and reel 1 Optoelectronic Switch
1 AlGaAs technology 1 Smoke detector
1 Viewing Angle =20 deg 1 Drive sensor
Description: Certification & Compliance:
1 TS16949
This 1.8mm round subminiatui® lampwith gull 1 1SO9001
wing lead configuration are suitable for surface mo{ q RoHS Compliant
applications.
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Units: mm/ tolerance = +0.2mm

Product:QBL912GC-IR2 Date:May 14, 2015 Page3 of 9
Version#1.0




BHIGHTEK QBL912GC-IR2 1.8mm RoundSubminiature
AGull-Wingd L HRaEDs

Electrical / Optical Characteristic (Ta=25°C)
Ve (V) ap (NM) le (mW/sr)
Typ. | Max. | Min. | Typ. | Max. | Min. | Typ. | Max.

QBL912GC-IR2 | Infrared 20 1.4 1.8 870 | 880 890 0.6 1.3 2.6

Product Color | I[r(mA)

Absolute Maximum Rating
Material Pg (MW) | e (MA) lre (A)* | VR(V) | Tor (°C) Tst (°C)  |TsoL (PC)**
AlGaAs 90 50 1 5 -40 ~+80 | -40~+85 260

*Duty cycle=1%, Pulse width 100us
**|R Reflow for no more than 3 sec @ 260 °C
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Characteristic Curves
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Solder Profile & Footprint

-Recommended tin solder specifications: melting temperature in the range of 178~192 °C
-The recommended reflow soldering profile is as follows (temperatures indicated are as measured
on the surface of the LED resin):
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Packing

1.8mm RoundSubminiature
AGuUll-Wingd L BRAEDs

Reel Dimension:
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Arrangement of Tape:

Packaging Specification:
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