QTB QBLP677/R-RGB PLCC4Reverse MounRGB LED

QT-Brightek PLCC Series

PLCC4 RGB Reverse Mount LED
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QBLP677/R-RGB PLCC4Reverse MounRGB LED

Introduction

Feature: Application:

1 White Diffusediens 1 Status indication

1 Package in tape and reel 1 Back lighting application
1 Ultra brightPLCC4RGBLED 1 Architecture lighting

1 White face

1 Common Anode

i |nGaNtechn0|ogy for IB/IG Certification & Compliance:
1 AlinGaP technology for R I TS16949

{ Triangle die placement 1 1SO90a

f 120 degree viewing angle 1 RoHS Compliant

1 Reverse mouable

Description:

This PLCC4RGB LEDs have a height profile of
1.76mm. Combination ohigh brighness otput and RolS
robust package, this LED idealfor architecture
lighting, status indicationand color mixing
applications
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QBLP677/R-RGB

PLCC4Reverse MounRGB LED

Electrical / Optical Characteristic (Ta=25 °C)

Ve (V) dp (nm) lv (mcd)
Product Color I (MA) Typ. | Max. Min. Typ. | Max. Min. Typ.
Red 20 20 | 25 | 615 | 620 | 630 490 | 700
QBLP677R-RGB| True Green 20 31 | 37 | 515 | 525 | 530 | 1400 | 2300
Blue 20 31 | 3.7 | 460 | 470 | 475 290 | 460
Absolute Maximum Rating
Material Pa (MW) | Ir (MA) | lIep (MA)* | VR (V) | Tor (°C) | Tst(°C) |TsoL (°C)**
AllnGaP (R) 75 30 100 5 -40to +80 |-40to +85| 260
InGaN (IB/IG) 111 30 100 5 -40to +80 |-40to +85| 260
*Duty 1/10 @ 10kHz
**|R Reflow for no more than 10 sec @ 260 °C
Luminous Intensity Iy, for Red @ Ir.=20mA
Bin Min. Max. Unit
25 490 640
26 640 830 mcd
27 830 1080
Luminous Intensity Iy for True Green @ Ir=20mA
Bin Min. Max. Unit
29 1400 1800
30 1800 2300 ed
31 2300 3000
32 3000 3900
Luminous Intensity |y for Blue @ Ir=20mA
Bin Min. Max. Unit
23 290 380
24 380 490 ed
25 490 640
26 640 830
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