ZETA-TRX868S

ZETA RF Transceiver

Features
TINY form factor: 16mm x 16mm
2Km range, optimised RF matching
Low cost and high performance
Frequency - 433MHz, 868MHz, 915MHz
1.8V - 3.6V power supply
Low power consumption

- 0.5nA Standby

- 10mA Rx

-18mA Tx @ 10dBm
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i EZRadio™ from Silicon Laboratories

| +13dBm TX power

i High sensitivity -116dBm (@ 2.4kbps)

| Max data rate @ 500Kbps

1 TX and RX 64 byte FIFO

1 Integrated battery voltage sensor .

i Packet handling: Appllcatlons ‘
Preamble 1 Home automation ’
Sync word detection 1 Sensor networks
(RC N ) ) 1 Telemetry

1 Based on Silicon Labs’ Si4455 chipset

| 2.54mm pitch for easy prototyping T Keyless entry

1 DIP Versions Available 1 Health monitors

1 Codec IC Available for plug and play RF 1 Door and gate access

Introduction
The ZETA modules are extremely cost effective and high performance radio modules. Supplied in a miniature surface
mount package this transceiver module can transmit/receive at up to 500kbps over a range up to 2000m.

Operating between 1.8-3.6V, the module monitors its battery voltage and can sleep with very low standby current.
The module can wake intermittently and provide direct control outputs to a microcontroller making it ideally suited to
battery applications.

These modules will suit one-to-one or multi-node wireless links in applications including car and building security, POS
and inventory tracking, remote process monitoring.

Ordering information

Part Number Description
ZETA-4335-S0 FM transceiver module, optimised for 433MHz
ZETA-868-S0 FM transceiver module, optimised for 868MHz
ZETA-915-50 FM transceiver module, optimised for 915MHz
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